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RECESSED STAIR & WALL LIGHTING 

http://www.qliteglobal.com/


         Qlite Limited, Unit 4, Severnlink, Newhouse Farm Industrial Estate, Chepstow, NP16 6UN, UK  www.qliteglobal.com P a g e  | 175 

 
 
 
 

   
                                                                                                                  LED SOLUTION: OUTDOOR LIGHTING 

 

    

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Recessed LED stair light and wall light 

 

QL K-2A1QR0AJB QL K-2A1QS0AJB 

Powder painting 
RAL8019 

Powder painting 
RAL9005 

Powder painting 
RAL9006 

   

   

 

Item 
Light 
Source 

Lens 
Beam 
Angle 

Input Voltage 
(V) 

Operating 
Current (mA) 

Power 
Consumption (W) 

Luminance 
(lm) 

IK 
rate 

QL K-2A1QR0AJB 1x3W L0180C010AR 80° 
24V DC 
120/240V  

24V=110 
120V=48 
240V=28 

24V=2.6 
120V=3.0 
240V=3.1 

CW=75 
WW=66 

10 

QL K-2A1QS0AJB 1x3W L0180C010AR 80° 
24V DC 
120/240V  

24V=110 
120V=48 
240V=28 

24V=2.6 
120V=3.0 
240V=3.1 

CW=75 
WW=66 

10 

 

Housing 
12# Die-casting aluminum T=20-25µm. 
Adhesion of ISO class 1/ ASTM class 4B high 
temperature painting  

Light Source Emitter type power LED 

Driver Constant voltage output 

Operating Temperature -20°C~40°C° 

Power Cable 
H05RN-F 2x1.0mm², L=0.3m(Low voltage) 
H05RN-F 3x1.0mm², L=0.3m(High voltage) 

Mounting Sleeve PVC 035#  

 

Material Specifications: 

 

Basic color selection: 

 
Beam effect demo: 
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Recessed LED stair light and wall light 

Stainless Steel housing 

 

QL K-2A1SR0AJA B QL K-2A1SS0AJA B 

Powder painting 
RAL8019 

Powder painting 
RAL9005 

Original Stainless 
Steel Color 

   

   

  
 

 

Item 
Light 
Source 

Lens 
Beam 
Angle 

Input Voltage 
(V) 

Operating 
Current (mA) 

Power 
Consumption (W) 

Luminance 
(lm) 

IK 
rate 

QL K-2A1SR0AJA B 1x1W L0180C010AR 80° 
24V DC 
120/240V  

24V=59 
120V=26 
240V=16 

24V=1.46 
120V=1.70 
240V=1.70 

CW=34 
WW=31 

10 

QL K-2A1SS0AJA B 1x1W L0180C010AR 80° 
24V DC 
120/240V  

24V=59 
120V=26 
240V=16 

24V=1.46 
120V=1.70 
240V=1.70 

CW=34 
WW=31 

10 

 

Housing Moulding shaped stainless steel SUS 316#  

Light Source Emitter type power LED 

Driver Low & High input Voltage Driver inside 

Operating Temperature -20°C~40°C° 

Power Cable 
H05RN-F 2x1.0mm², L=0.3m(Low voltage) 
H05RN-F 3x1.0mm², L=0.3m(High voltage) 

Mounting Sleeve PVC 035#  

 

Material Specifications: 

 

Basic color selection: 

 

Beam effect demo: 

 

http://www.qliteglobal.com/


         Qlite Limited, Unit 4, Severnlink, Newhouse Farm Industrial Estate, Chepstow, NP16 6UN, UK  www.qliteglobal.com P a g e  | 177 

 
 
 
 

   
                                                                                                                  LED SOLUTION: OUTDOOR LIGHTING 

 

    

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Recessed LED stair light and wall light 

 

QL K-4A1I2DJG 

 
QL K-4A1G1HJG 

 

Powder painting 
PANTONE 432u 

 

 

Powder painting 
RAL9006 

 

 

Powder painting 
RAL9005 

 

 

Powder painting 
RAL9003 

 

 

 

Item Light Source 
Beam 
Angle 

Input Voltage 
(V) 

Operating 
Current (mA) 

Power Consumption 
(W) 

Luminance (lm) IK rate 

QL K-4A1I2DJG 24xSMD3528 120° 120/240V  
120V=36 
240V=21 

120V=2.1 
240V=2.1 

CW=80 
WW=68 

10 

QL K-4A1I2JJG 20xSMD3528 120° 120/240V  
120V=36 
240V=21 

120V=2.1 
240V=2.1 

CW=66 
WW=53 

10 

QL K-4A1G1HJG 28xSMD3528 120° 120/240V  
120V=26 
240V=18 

120V=1.8 
240V=2.0 

CW=59 
WW=48 

10 

 

Housing 
12# Die-casting grey powder coated 
aluminum T=60-80µm, Adhesion of ISO class 
1/ ASTM class 4B  

Front Cover 
12# Die-casting aluminum PT877U powder 
coated T=20-30µm, Adhesion of ISO class 1/ 
ASTM class 4B 

LED SMD 3528 type power LED 

Cable gland IP67 copper and nickel coated 

Gasket Moulding shaped silicon seal 

Driver Constant current output 

Operating Temperature -20°C~40°C° 

Power Cable H05RN-F 3x1.0mm², L=0.5m(High voltage) 

Mounting Sleeve 
D1G1807: Zinc coated steel 136# 

D1I2007: PVC 081#  
D1I2407: PVC 081#  

 

Material Specifications: 

 

Basic color selection: 

 

QL K-4A1I2JJG 
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Recessed LED stair light and wall light 

 

QL K-4A1FH1HCD 

 

Powder painting 
PANTONE 432u 

 

 

Powder painting 
RAL9006 

 

 

Powder painting 
RAL9005 

 

 

Powder painting 
RAL9003 

 

 

 

Item 
Light 
Source 

Beam 
Angle 

Input 
Voltage (V) 

Operating 
Current (mA) 

Power 
Consumption (W) 

Luminance 
(lm/W) 

IK 
rate 

QL K-4A1FH1HCD 18x0.2W 120° 120/240V  
120V=103 
240V=57 

120V=7.0 
240V=7.0 

CW=54.8 
WW=45.6 

9 

QL K-4A1FG1HCD 18x0.2W 120° 120/240V  
120V=103 
240V=57 

120V=7.0 
240V=7.0 

CW=54.8 
WW=45.6 

9 

 

Housing 
12# Die-casting grey powder coated 
aluminum T=60-80µm, Adhesion of ISO class 
1/ ASTM class 4B  

Front Cover 
12# Die-casting aluminum PT877U powder 
coated T=20-30µm, Adhesion of ISO class 1/ 
ASTM class 4B 

LED SMD 3030 type LED 

Cable gland IP67 copper and nickel coated 

Gasket Moulding shaped silicon seal 

Driver Constant current output 

Operating Temperature -20°C~40°C° 

Power Cable H05RN-F 3x1.0mm², L=0.5m(High voltage) 

Mounting Sleeve PVC 091#  

 

Material Specifications: 

 

Basic color selection: 

 

QL K-4A1FG1HCD 
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Recessed LED stair light and wall light 

 

QL K-4A1I3FJG 

 

Powder painting 
PANTONE 432u 

 

 

Powder painting 
RAL9006 

 

 

Powder painting 
RAL9005 

 

 

Powder painting 
RAL9003 

 

 

 

Item Light Source 
Beam 
Angle 

Input Voltage 
(V) 

Operating 
Current (mA) 

Power Consumption 
(W) 

Luminance (lm) IK rate 

QL K-4A1I3JJG 30xSMD3528 120° 120/240V  
120V=43 
240V=25 

120V=2.8 
240V=2.8 

CW=55 
WW=47 

10 

QL K-4A1I3FJG 36xSMD3528 120° 120/240V  
120V=51 
240V=29 

120V=3.2 
240V=3.2 

CW=48 
WW=41 

10 

 

Housing 
12# Die-casting grey powder coated 
aluminum T=60-80µm, Adhesion of ISO class 
1/ ASTM class 4B  

Front Cover 
D1I3607: 304# Stainless Steel 
D1I3007: 12# Die-cast Aluminum 

Glass Light diffusion effect PC, T=3mm 

Cable gland IP67 copper and nickel coated 

Gasket Moulding shaped silicon seal 

Driver Constant voltage output 

Operating Temperature -20°C~40°C° 

Power Cable H05RN-F 3x1.0mm², L=0.3m(High voltage) 

Mounting Sleeve PVC 081#  

 

Material Specifications: 

 

Basic color selection: 

 

QL K-4A1I3JJG 

 

http://www.qliteglobal.com/


         Qlite Limited, Unit 4, Severnlink, Newhouse Farm Industrial Estate, Chepstow, NP16 6UN, UK  www.qliteglobal.com P a g e  | 180 

 
 
 
 

   
                                                                                                                  LED SOLUTION: OUTDOOR LIGHTING 

 

    

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Recessed LED stair light and wall light 

 
QL K-4A1FL1JAD 

QL K-4A1FL1JAE 

Item Light Source 
Beam 
Angle 

Input Voltage 
(V) 

Operating 
Current (mA) 

Power 
Consumption (W) 

Luminance 
(lm/W) 

IK rate 

QL K-4A1FL1JAD 10xSMD5050 120° 
24V DC 
120/240V  

24V=100 
120V=53 
240V=31 

24V=2.4 
120V=3.4 
240V=3.5 

CW=18 
WW=15 

09 

QL K-4A1FL1JAE 
10xSMD5050 
RGB 3in 1 
Full color 

120° 24V DC  
R=38 
G=38 
B=38 

2.70 4.80 09 

QL K-4A1FL2JAD 20xSMD5050 120° 
24V DC 
120/240V  

24V=200 
120V=100 
240V=51 

24V=4.8 
120V=6.3 
240V=6.4 

CW=36 
WW=30 

09 

QL K-4A1FL2JAE 
20xSMD5050 
RGB 3in 1 
Full color 

120° 24V DC  
R=76 
G=76 
B=76 

5.40 9.60 09 

QL K-4A1BL4JAD 40xSMD5050 120° 
24V DC 
120/240V  

24V=420 
120V=210 
240V=97 

24V=9.6 
120V=12.2 
240V=12.4 

CW=75 
WW=70 

09 

QL K-4A1BL4JAE 
40xSMD5050 
RGB 3in 1 
Full color 

120° 24V DC  
R=152 
G=152 
B=152 

11.0 19.2 09 

 

Housing 
12# Die-casting grey powder coated aluminum 
T=60-80µm, Adhesion of ISO class 1/ ASTM 
class 4B  

Front Cover Stainless steel SUS316L# 

Glass Step tempered glass, T=8mm 

Cable gland IP67 PG-9 PVC 

Gasket Tooling shaped seal 

Driver Constant current output 

Operating Temperature -20°C~40°C 

Power Cable 
H05RN-F 2x1.0mm², L=0.5m (Low voltage) 
H05RN-F 3x1.0mm², L=0.5m (High voltage) 
H05RN-F 4x0.75mm², L=0.5m (for RGB) 

Mounting Sleeve PVC 076#, 077#, 132# powder coated aluminum 

 

Material Specifications: 

 

QL K-4A1FL2JAD 

QL K-4A1FL2JAE 

QL K-4A1BL4JAD 

QL K-4A1BL4JAE 

QL K-4A1FL1JAD 

QL K-4A1FL1JAE 

QL K-4A1FL2JAD 

QL K-4A1FL2JAE 

QL K-4A1BL4JAD 

QL K-4A1BL4JAE 
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Item Light Source Lens 
Beam 
angle  

Input Voltage 
(V)  

Operating Current 
(mA) 

Power Consumption 
(W) 

Luminance 
(lm) 

IK Rate 

QL K-4A1UA0AJB 
1x3W 
Single color 

L1045F042KP 45° 
24V DC  
120/240 

24V=110 
120V=48 
240V= 28 

24V=2.6 
120V=3.3 
240V=3.3 

CW=31 
WW=27 

09 

QL K-4A1UA0AJF 
1x3W 
RGB 3 in 1 
Full color 

L1045F042KP 45° 24V DC  
R=38 
G=53 
B=54 

3.5 46 09 

QL K-4A1UB0AJB 
1x3W 
Single color 

L1045F042KP 45° 
24V DC  
120/240 

24V=110 
120V=48 
240V= 28 

24V=2.6 
120V=3.3 
240V=3.3 

CW=31 
WW=27 

09 

QL K-4A1UB0AJF 
1x3W 
RGB 3 in 1 
Full color 

L1045F042KP 45° 24V DC  
R=38 
G=53 
B=54 

3.5 46 09 

 

Wall recessed LED Outline Light 

 

QL K-4A1UA0AJB 

QL K-4A1UA0AJF 

QL K-4A1UB0AJB 

QL K-4A1UB0AJF 

QL K-4A1UA0AJB 

QL K-4A1UA0AJF 

QL K-4A1UB0AJB 

QL K-4A1UB0AJF 

http://www.qliteglobal.com/


         Qlite Limited, Unit 4, Severnlink, Newhouse Farm Industrial Estate, Chepstow, NP16 6UN, UK  www.qliteglobal.com P a g e  | 182 

 
 
 
 

   
                                                                                                                  LED SOLUTION: OUTDOOR LIGHTING 

 

    

 

 

   

 

 

 

 

 

 

 

RECESSED IN-GROUND LIGHTING 
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Mini Size LED Recessed Inground Uplight 

 

 
QL K-4A2YBR0ACD/ QL K-4A2YBS0ACD    QL K-4A2YCR0ACD/ QL K-4A2YCS0ACD 
QL K-4A2YBR0AEG/ QL K-4A2YBS0AEG    QL K-4A2YCR0AEG/ QL K-4A2YCS0AEG 

Item Light Source Input Voltage (V) 
Operating Current 
(mA) 

Power Consumption 
(W) 

Luminance (lm) 
IK 
rate 

QL K-4A2YBR0ACD 
QL K-4A2YBS0ACD 

1x0.5W 
NICHIA 

24V DC 26 0.6 
CW=11.0 
WW=9.6 

06 

QL K-4A2YBR0AEG 
QL K-4A2YBS0AEG 

1x2W 
OSRAM 

24V DC 87 2.1 
CW=31.0 
WW=25.0 

06 

QL K-4A2YCR0ACD 
QL K-4A2YCS0ACD 

1x0.5W 
NICHIA 

24V DC 26 0.6 
CW=11.0 
WW=9.6 

06 

QL K-4A2YCR0AEG 
QL K-4A2YCS0AEG 

1x2W 
OSRAM 

24V DC 110 2.5 
CW=31.0 
WW=25.0 

06 

 

Housing 
12# Die-casting dark grey powder coated 
aluminum T=60-80µm, Adhesion of ISO class 
1/ASTM class 4B  

Front Cover Stainless Steel SUS 316#  

Glass Frosted step tempered glass, T=5mm 

Glass pressure capacity Full area=254kgs 

Operating Temperature -20°C~40°C 

Power Cable H05RN-F 2x1.0mm², L=0.5m(Low voltage) 

Mounting Sleeve PVC 032# 033# 

 

Material Specifications: 

 

Dimension: 

 

QL K-4A2YBR0ACD 

QL K-4A2YBR0AEG 

 

 

QL K-4A2YBS0ACD 

QL K-4A2YBS0AEG 

 

 

QL K-4A2YCS0ACD 

QL K-4A2YCS0AEG 

 

 

QL K-4A2YCR0ACD 

QL K-4A2YCR0AEG 
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Cambered front lid Inground Uplight 

 

 

Item Light Source Lens Beam Angle 
Input 
Voltage (V) 

Operating Current 
(mA) 

Power 
Consumption (W) 

Luminance 
(lm) 

IK 
rate 

QL K-2A2WCR0AEG 
QL K-2A2WCS0AEG 

1x2W B33D 20 
24V DC 
120V/240V 

24V=110 
120V=48 
240V=28 

24V=2.6 
120V=3.0 
240V=3.1 

CW=130 
WW=110 

08 

QL K-2A2WCR0AAH 
QL K-2A2WCS0AAH 

1x2W 
RGB 3in1 
Full color 

B34D 20 24V DC 
R=38 
G=53 
B=54 

3.5 56 08 

QL K-3A2WCR0AEG 
1x0.5W 
NICHIA 

C9 
45 
35 

24V DC 
120/240V 

24V=110 
120V=48 
240V=28 

24V=2.6 
120V=3.0 
240V=3.1 

CW=120 
WW=102 

08 

 

Housing 
12# Die-casting dark grey powder coated 
aluminum T=60-80µm, Adhesion of ISO class 
1/ASTM class 4B  

Front Cover Stainless Steel SUS 316#  

Glass Frosted step tempered glass, T=7mm 

Glass pressure capacity Full area=254kgs 

Gasket Moulding shaped silicon seal 

Lens hǇǘƛŎŀƭ ƭŜƴǎΣ ŜŦŦƛŎƛŜƴŎȅҗур҈ 

Operating Temperature -20°C~40°C 

Power Cable 
H05RN-F 2x1.0mm², L=0.5m(Low voltage) 
H05RN-F 3x1.0mm², L=0.5m(High voltage) 
H05RN-F 4x0.75mm², L=0.5m(for RGB) 

Mounting Sleeve PVC 032# 033# 

 

Material Specifications: 

 

Dimension: 

 

QL K-2A2WCR0AEG 

QL K-2A2WCR0AAH 

 

 

QL K-3A2WCR0AEG 

Asymmetrical 

 

 

QL K-2A2WCS0AEG 

QL K-2A2WCS0AAH 

 

 

Impression drawing of QL K-3A2WCR0AEG 
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Small size LED Inground Uplight 

 

 

Item Light Source Lens Beam Angle 
Input 
Voltage (V) 

Operating Current 
(mA) 

Power 
Consumption (W) 

Luminance 
(lm) 

IK 
rate 

QL K-2A2WDR0AEG 
QL K-2A2WDS0AEG 

1x2W B33D 20 
24V DC 
120V/240V 

24V=105 
120V=47 
240V=28 

24V=2.5 
120V=3.0 
240V=3.1 

CW=130 
WW=110 

08 

QL K-2A2WDR0AAH 
QL K-2A2WDS0AAH 

1x2W 
RGB 3in1 
Full color 

B34D 20 24V DC 
R=38 
G=53 
B=54 

3.5 48.9 08 

QL K-3A2WDR0AEG 1x2W C9 
45 
35 

24V DC 
120/240V 

24V=105 
120V=47 
240V=28 

24V=2.5 
120V=3.0 
240V=3.1 

CW=120 
WW=102 

08 

QL K-4A2WDR0CAD 
QL K-4A2WDS0CAD 

3xSMD5050 --- --- 
24V DC 
120/240V 

24V=54 
120V=15 
240V=10 

24V=1.3 
120V=1.0 
240V=1.0 

CW=1.8 
WW=1.6 

08 

 

Housing 
12# Die-casting dark grey powder coated 
aluminum T=60-80µm, Adhesion of ISO class 
1/ASTM class 4B  

Front Ring Stainless Steel SUS 316#  

Glass Frosted step tempered glass, T=7mm 

Glass pressure capacity Full area=1704kgs 

Gasket Moulding shaped silicon seal 

Lens hǇǘƛŎŀƭ ƭŜƴǎΣ ŜŦŦƛŎƛŜƴŎȅҗур҈ 

Operating Temperature -20°C~40°C 

Power Cable 
H05RN-F 2x1.0mm², L=0.5m(Low voltage) 
H05RN-F 3x1.0mm², L=0.5m(High voltage) 
H05RN-F 4x0.75mm², L=0.5m(for RGB) 

Mounting Sleeve PVC 011# 

 

Material Specifications: 

 

Dimension: 

 

QL K-4A2WDR0CAD 

 

Impression drawing of QL K-3A2WCR0AEG 

QL K-4A2WDS0CAD 

 
QL K-2A2WDR0AEG 

QL K-2A2WDR0AAH 

 

QL K-2A2WDS0AEG 

QL K-2A2WDS0AAH 

 

QL K-3A2WDR0AEG 

Asymmetrical 

 

Smooth Surface Light 

 
Strong Uplight 
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                                                                                                                  LED SOLUTION: OUTDOOR LIGHTING 

 

    

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Small Size LED Recessed Inground Uplight 

 

 

Item 
Light 
Source 

Beam 
Angle 

Input Voltage (V) 
Operating Current 
(mA) 

Power Consumption 
(W) 

Luminance 
(lm) 

IK 
rate 

QL K-2A2CAR0AEG 
QL K-2A2CAS0AEG 

1x2W 30° 
24V DC 
120/240V  

24V=110 
120V=48 
240V=28 

24V=2.6 
120V=3.0 
240V=3.1 

CW=139 
WW=120 

08 

QL K-2A2CAR0AAH 
QL K-2A2CAS0AAH 

1x3W 
RGB 3in1 
Full color 

30° 
24V DC  
4 Wire 

R=38 
G=53 
B=54 

3.5 5.6 08 

QL K-4A2CAR0FJG 
QL K-4A2CAS0FJG 

6xSMD3020 --- 
24V DC 
120/240V  

24V=13 
120V=8 
240V=6 

24V=0.3 
120V=0.5 
240V=0.8 

CW=120 
WW=102 

09 

QL K-4A2CAR0CAE 
QL K-4A2CAS0CAE 

3xSMD5050 
RGB 3in1 
Full color 

--- 
24V DC 
4 Wire  

R=21 
G=21 
B=21 

1.5 3.3 09 

 

Housing 
12# Die-casting dark grey powder coated 
aluminum T=60-80µm, Adhesion of ISO class 
1/ASTM class 4B  

Front Cover Stainless Steel SUS 316#  

Glass Step tempered clear glass, T=5mm 

Gasket Moulding shaped silicone seal 

Lens hǇǘƛŎŀƭ ƭŜƴǎ ŜŦŦƛŎƛŜƴŎȅҗур҈ 

Glass pressure capacity Full area=783kgs 

Cable gland IP-68 PG-9 PVC 

Driver 
Constant current output 
Single color LED=1-circuit output 
RGB 3in1 LED=3-circuit output 

Operating Temperature -20°C~40°C 

Power Cable 
H05RN-F 2x1.0mm², L=0.5m(Low voltage) 
H05RN-F 3x1.0mm², L=0.5m(High voltage) 
H05RN-F 4x0.75mm², L=0.5m(RGB) 

Mounting Sleeve PVC 014#  

 

Material Specifications: 

 

Dimension: 

 

QL K-2A2CAR0AEG 

QL K-2A2CAR0AAH 

 

 

QL K-2A2CAS0AEG 

QL K-2A2CAS0AAH 

 

 

QL K-4A2CAR0FJG 

QL K-4A2CAR0CAE 

 

 

QL K-4A2CAS0FJG 

QL K-4A2CAS0CAE 

 

 

Strong Uplight 

 
Smooth Surface Light 
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                                                                                                                  LED SOLUTION: OUTDOOR LIGHTING 

 

    

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Surface Inground Uplight 

 

 

Item Light Source 
Beam 
Angle 

Input Voltage 
(V) 

Operating Current 
(mA) 

Power Consumption 
(W) 

Luminance 
(lm) 

IK 
rate 

QL K-4A2CDR0FAD 
QL K-4A2CDS0FAD 

6xSMD5050 120° 
24V DC 
120/240V  

24V=51 
120V=30 
240V=17 

24V=1.2 
120V=1.8 
240V=1.8 

CW=11 
WW=9.5 

09 

QL K-4A2CDR0FAE 
QL K-4A2CDS0FAE 

6xSMD5050 
RGB 3in1 
Full color 

120° 24V DC  
R=17 
G=17 
B=17 

1.2 3.6 09 

 

Housing 
12# Die-casting dark grey powder coated 
aluminum T=60-80µm, Adhesion of ISO class 
1/ASTM class 4B  

Front Cover Stainless Steel SUS 316L#  

Glass Step tempered white coating glass, T=8mm 

Gasket Moulding shaped seal 

Lens hǇǘƛŎŀƭ ƭŜƴǎ ŜŦŦƛŎƛŜƴŎȅҗур҈ 

Glass pressure capacity Full area=2578kgs 

Cable gland IP-68 PG-9 PVC 

Driver Constant current output 

Operating Temperature -20°C~40°C 

Power Cable 
H05RN-F 2x1.0mm², L=0.5m(Low voltage) 
H05RN-F 3x1.0mm², L=0.5m(High voltage) 
H05RN-F 4x0.75mm², L=0.5m(RGB) 

Mounting Sleeve PVC 015#  

 

Material Specifications: 

 

Dimension: 

 

QL K-4A2CDR0FAD 

QL K-4A2CDR0FAE 

 

 

QL K-4A2CDS0FAD 

QL K-4A2CDS0FAE 
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                                                                                                                  LED SOLUTION: OUTDOOR LIGHTING 

 

    

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Surface Inground Uplight 

 

 

Item Light Source 
Beam 
Angle 

Input Voltage 
(V) 

Operating Current 
(mA) 

Power Consumption 
(W) 

Luminance 
(lm) 

IK 
rate 

QL K-4A2BFR3IJG 
QL K-4A2BFS3IJG 

39xSMD5050 120° 
24V DC 
120/240V  

24V=131 
120V=60 
240V=38 

24V=3.2 
120V=4.2 
240V=4.5 

CW=45 
WW=39 

07 

QL K-4A2BFR1CAE 
QL K-4A2BFS1CAE 

13xSMD5050 
RGB 3in1 
Full color 

120° 24V DC  
R=38 
G=53 
B=54 

3.5 58.9 07 

 

Housing 
12# Die-casting dark grey powder coated 
aluminum T=60-80µm, Adhesion of ISO class 
1/ASTM class 4B  

Front Cover Stainless Steel SUS 316#  

Glass Step tempered white coating glass, T=8mm 

Gasket Moulding shaped seal 

Lens hǇǘƛŎŀƭ ƭŜƴǎ ŜŦŦƛŎƛŜƴŎȅҗур҈ 

Glass pressure capacity Full area=2274kgs 

Cable gland IP-68 PG-9 PVC 

Driver 
Constant current output 
Single color LED=1-circuit output 
RGB 3in1 LED=6-circuit output 

Operating Temperature -20°C~40°C 

Power Cable 
H05RN-F 2x1.0mm², L=0.5m(Low voltage) 
H05RN-F 3x1.0mm², L=0.5m(High voltage) 
H05RN-F 4x0.75mm², L=0.5m(RGB) 

Mounting Sleeve PVC 016#  

 

Material Specifications: 

 

Dimension: 

 

QL K-4A2BFR3IJG 

QL K-4A2BFR1CAE 

 

 

QL K-4A2BFS3IJG 

QL K-4A2BFS1CAE 
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                                                                                                                  LED SOLUTION: OUTDOOR LIGHTING 

 

    

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

GX5.3 & GU10 socket multiple Inground Luminaire 

 

 

Item Lamp Socket Input Voltage (V) Operating Current (mA) 

QL K-4A2FU0AAJ GU-10 -------- -------- 

QL K-4A2FU0AAC G-5.3 -------- -------- 

 

Housing 
12# Die-casting dark grey powder coated 
aluminum T=60-80µm, Adhesion of ISO class 
1/ASTM class 4B  

Front ring Stainless Steel SUS 316L#  

Glass Tempered glass, T=6mm 

Gasket Moulding shaped seal 

Glass pressure capacity Full area=1920kgs 

Cable gland IP-68 PG-9 copper & nickel coated 

Driver 
Constant current output 
Single color LED=1-circuit output 
RGB 3in1 LED=6-circuit output 

Operating Temperature -20°C~40°C 

Power Cable H05RN-F 3x1.0mm², L=0.5m(Single color) 

Mounting Sleeve PVC 073#  

 

Material Specifications: 

 

Dimension: 

 

QL K-4A2FU0AAJ 

QL K-4A2FU0AAC 
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                                                                                                                  LED SOLUTION: OUTDOOR LIGHTING 

 

    

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Recessed Inground Uplight 

 

QL K-6AB2CDR0CEG 

QL K-6AB2CDR0CAH 

 

 

 

 

Item 
Light 
Source 

Lens 
Beam 
Angle 

Input 
Voltage (V) 

Operating 
Current (mA) 

Power 
Consumption (W) 

Luminance 
(lm) 

IK 
rate 

QL K-6AB2CDR0CEG 
QL K-6AB2CDS0CEG 

3x2W B33D 20° 
24V DC 
120/240V  

24V=236 
120V=51 
240V=30 

24V=5.6 
120V=6 
240V=6 

CW=479 
WW=376 

09 

QL K-6AB2CDR0CAH 
QL K-6AB2CDS0CAH 

3x2W 
RGB 3in1 
Full color 

B34D 30° 
24V DC  
4-Wire 

R=70 
G=124 
B=124 

7.7 147 09 

QL K-6AC2CDR0CEG 
QL K-6AC2CDS0CEG 

3x2W C9 
45° 
35° 

24V DC 
120/240V  

24V=236 
120V=51 
240V=30 

24V=5.6 
120V=6 
240V=6 

CW=370 
WW=286 

09 

 

Housing 
12# Die-casting dark grey powder coated 
aluminum T=60-80µm, Adhesion of ISO class 
1/ASTM class 4B  

Front Cover Stainless Steel SUS 316L#  

Glass Step tempered clear glass, T=8mm 

Lens hǇǘƛŎŀƭ ƭŜƴǎ ŜŦŦƛŎƛŜƴŎȅҗур҈ 

Glass pressure capacity Full area=2578kgs 

Cable gland IP-68 PG-9 PVC 

PCB 
Excellent heat conductivity aluminum, 
ŎƻŜŦŦƛŎƛŜƴǘ ƻŦ ƘŜŀǘ ŎƻƴŘǳŎǘƛǾƛǘȅҗнΦлǿκƳƪ 

Operating Temperature -20°C~40°C 

Power Cable 
H05RN-F 2x1.0mm², L=0.5m(Low voltage) 
H05RN-F 3x1.0mm², L=0.5m(High voltage) 
H05RN-F 4x0.75mm², L=0.5m(RGB) 

 

Material Specifications: 

 

Dimension: 

 

Symmetrical 

 

 

 

Asymmetrical 

 

 

 

QL K-6AB2CDS0CEG 

QL K-6AB2CDS0CAH 

 

 

 

QL K-6AC2CDR0CEG 

 

 

 

QL K-6AC2CDS0CEG 

 

 

 

Impression drawing: QL K-6AC2CDR0CEG 
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                                                                                                                  LED SOLUTION: OUTDOOR LIGHTING 

 

    

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Recessed Inground Uplight 

 

QL K-6AB2BFR0FEG 

QL K-6AB2BFR0FAH 

 

 

 

 

Item 
Light 
Source 

Lens 
Beam 
Angle 

Input 
Voltage (V) 

Operating 
Current (mA) 

Power 
Consumption (W) 

Luminance 
(lm) 

IK 
rate 

QL K-6AB2BFR0FEG 
QL K-6AB2BFS0FEG 

6x2W B33D 20° 
24V DC 
120/240V  

24V=562 
120V=100 
240V=56 

24V=13.5 
120V=11.8 
240V=12.4 

CW=956 
WW=783 

07 

QL K-6AB2BFR0FAH 
QL K-6AB2BFS0FAH 

6x2W 
RGB 3in1 
Full color 

B34D 30° 
24V DC  
4-Wire 

R=200 
G=250 
B=250 

16.8 300 07 

QL K-6AC2BFR0FEG 
QL K-6AC2BFS0FEG 

6x2W C9 
45° 
35° 

24V DC 
120/240V  

24V=535 
120V=100 
240V=56 

24V=12.8 
120V=11.8 
240V=12.4 

CW=944 
WW=709 

07 

 

Housing 
12# Die-casting dark grey powder coated 
aluminum T=60-80µm, Adhesion of ISO class 
1/ASTM class 4B  

Front Cover Stainless Steel SUS 316L#  

Glass Step tempered clear glass, T=8mm 

Gasket Moulding shaped silicone seal 

LED Single Color=OSRAM, RGB=TO type power 

Lens hǇǘƛŎŀƭ ƭŜƴǎ ŜŦŦƛŎƛŜƴŎȅҗур҈ 

Glass pressure capacity Full area=2274kgs 

Cable gland IP-68 PG-9 PVC 

Driver 
Constant current output 
Single color LED=1-circuit output 
RGB 3in1 LED=6-circuit output 

Operating Temperature -20°C~40°C 

Power Cable 
H05RN-F 2x1.0mm², L=0.5m(Low voltage) 
H05RN-F 3x1.0mm², L=0.5m(High voltage) 
H05RN-F 4x0.75mm², L=0.5m(RGB) 

 

Material Specifications: 

 

Dimension: 

 

Symmetrical 

 

 

 

Asymmetrical 

 

 

 

QL K-6AB2BFS0FEG 

QL K-6AB2BFS0FAH 

 

 

QL K-6AC2BFR0FEG 

 

 

QL K-6AC2BFR0FEG 

 

 

 
Impression drawing: Lens-C9 
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                                                                                                                  LED SOLUTION: OUTDOOR LIGHTING 

 

    

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

20W High luminance Recessed Inground Uplight 

 

QL K-6AB2VR0FEH 

QL K-6AB2VR0FAI 

 

 

 

 

Item 
Light 
Source 

Lens 
Beam 
Angle 

Input 
Voltage (V) 

Operating 
Current (mA) 

Power 
Consumption (W) 

Luminance 
(lm) 

IK 
rate 

QL K-6AB2VR0FEH 
QL K-6AB2VS0FEH 

6x3W 
NICHIA 

B33D 20° 
24V DC 
120/240V  

24V=850 
120V=156 
240V=84 

24V=20.4 
120V=18.6 
240V=18.8 

CW=1866 
WW=1605 

09 

QL K-6AB2VR0FAI 
QL K-6AB2VS0FAI 

6x3W 
RGB 3in1 
Full color 

B34D 30° 
24V DC  
4 Wire 

R=350 
G=350 
B=350 

25.2 452.91 09 

QL K-6AC2VR0FEH 
QL K-6AC2VS0FEH 

6x3W 
NICHIA 

C9 
45° 
35° 

24V DC 
120/240V  

24V=850 
120V=160 
240V=89 

24V=20.4 
120V=18.6 
240V=18.8 

CW=1543 
WW=1307 

09 

 

Housing 
12# Die-casting dark grey powder coated 
aluminum T=60-80µm, Adhesion of ISO class 
1/ASTM class 4B  

Front Cover Stainless Steel SUS 316L#  

Glass Step tempered clear glass, T=8mm 

Gasket Moulding shaped silicone seal 

LED Single Color=OSRAM, RGB=TO type power 

Lens hǇǘƛŎŀƭ ƭŜƴǎ ŜŦŦƛŎƛŜƴŎȅҗур҈ 

Glass pressure capacity Full area=2274kgs 

Cable gland IP-68 PG-9 PVC 

Driver 

Constant current output 
Single color LED=1-circuit output 
RGB LED=3-circuit output 
RGB 3in1 LED=6-circuit output 

Operating Temperature -20°C~40°C 

Power Cable 
H05RN-F 2x1.0mm², L=0.5m(Low voltage) 
H05RN-F 3x1.0mm², L=0.5m(High voltage) 
H05RN-F 4x0.75mm², L=0.5m(RGB) 

 

Material Specifications: 

 

Dimension: 

 

Symmetrical 

 

 

 

Asymmetrical 

 

 

 

QL K-6AB2VS0FEH 

QL K-6AB2VS0FAI 

 

 

QL K-6AC2VR0FEH 

 

 

QL K-6AC2VS0FEH 

 

 

 

Impression drawing: Lens-C9 
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