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High luminance LED bollard light 

         QL Y-JA13BGI 

Housing 
12# Die-casting powder coated aluminum 
T=60-80µm, Adhesion of ISO class 1/ASTM 
class 4B  

Lens All in one optical lens, efficiency≥88% 

Reflector Anodized aluminum 

Diffuser Clear PC diffuser 

Gasket Silicon rubber seal 

Operating Temperature -15°C ~ +50°C 

Light Efficiency 75-80lm/W 

LED CREE COB LED 

Driver Constant current driver 

Power Cable H05RN-F 3x1.0mm², L=2.0m(High voltage) 

 

Material Specifications: 

 

Powder painting 
PANTONE 432u 

 

 

Powder painting 
RAL9005 

 

 

Powder painting 
RAL9006 

 

 

 

Basic color selection: 

 

Item 
Light  
Source 

Light Output (lm) CRI (Ra) 
Power  
Factor 

Input Voltage  
(V) 

CCT 

QL Y-JA13BGI 
12W 
CREE 
COB LED 

1200lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

QL Y-JA13BHJ 
12W 
CREE 
COB LED 

1200lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

QL Y-JA13BHA 
12W 
CREE 
COB LED 

1200lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

 

 
     QL Y-JA13BGI                 QL Y-JA13BHJ                QL Y-JA13BHA 
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High luminance LED bollard light 

QL Y-JA83BGI-60         QL Y-JA83BHJ-60              QL Y-JA83BHA-60 

Housing 
12# Die-casting powder coated aluminum 
T=60-80µm, Adhesion of ISO class 1/ASTM 
class 4B  

Lens All in one optical lens, efficiency≥88% 

Reflector Anodized aluminum 

Diffuser Clear PC diffuser 

Gasket Silicon rubber seal 

Operating Temperature -15°C ~ +50°C 

Light Efficiency 75-80lm/W 

LED CREE COB LED 

Driver Constant current driver 

Power Cable H05RN-F 3x1.0mm², L=2.0m(High voltage) 

 

Material Specifications: 

 

Powder painting 
PANTONE 432u 

 

 

Powder painting 
RAL9005 

 

 

Powder painting 
RAL9006 

 

 

 

Basic color selection: 

 

Item 
Light  
Source 

Light Output (lm) CRI (Ra) 
Power  
Factor 

Input Voltage  
(V) 

CCT 

QL Y-JA83BGI-60 
12W 
CREE 
COB LED 

1200lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

QL Y-JA83BHJ-60 
12W 
CREE 
COB LED 

1200lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

QL Y-JA83BHA-60 
12W 
CREE 
COB LED 

1200lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

 

 
     QL Y-JA83BGI-60       QL Y-JA83BHJ-60        QL Y-JA83BHA-60 
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High luminance LED wall lamp 

 QL Y-JA23BAD-80          QL Y-JA03JAD-W 

Housing 
12# Die-casting powder coated aluminum 
T=60-80µm, Adhesion of ISO class 1/ASTM 
class 4B  

Lens All in one optical lens, efficiency≥88% 

Diffuser Frosted PC diffuser 

Gasket Silicon rubber seal 

Operating Temperature -15°C ~ +50°C 

Light Efficiency 80-100lm/W 

LED COB LED 

Driver Constant current driver 

Power Cable H05RN-F 3x1.0mm², L=2.0m(High voltage) 

 

Material Specifications: 

 

Powder painting 
PANTONE 432u 

 

 

Powder painting 
RAL9005 

 

 

Powder painting 
RAL9006 

 

 

 

Basic color selection: 

 

Item 
Light  
Source 

Light Output (lm) CRI (Ra) 
Power  
Factor 

Input Voltage  
(V) 

CCT 

QL Y-JA03BAD-W 
16x0.5W 
COB LED 

800lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

QL Y-JA03JAD-W 
24x0.5W 
COB LED 

1200lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

 

  
  QL Y-JA03BAD-W         QL Y-JA03JAD-W 
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High luminance LED bollard light 

 QL Y-JA13BAD-80          QL Y-JA13JAD-80 

Housing 
12# Die-casting powder coated aluminum 
T=60-80µm, Adhesion of ISO class 1/ASTM 
class 4B  

Lens All in one optical lens, efficiency≥88% 

Diffuser Frosted PC diffuser 

Gasket Silicon rubber seal 

Operating Temperature -15°C ~ +50°C 

Light Efficiency 80-100lm/W 

LED COB LED 

Driver Constant current driver 

Power Cable H05RN-F 3x1.0mm², L=2.0m(High voltage) 

 

Material Specifications: 

 

Powder painting 
PANTONE 432u 

 

 

Powder painting 
RAL9005 

 

 

Powder painting 
RAL9006 

 

 

 

Basic color selection: 

 

Item 
Light  
Source 

Light Output (lm) CRI (Ra) 
Power  
Factor 

Input Voltage  
(V) 

CCT 

QL Y-JA13BAD-80 
16x0.5W 
COB LED 

800lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

QL Y-JA13JAD-80 
24x0.5W 
COB LED 

1200lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

 

  
    QL Y-JA13BAD-80     QL Y-JA13JAD-80 
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High luminance LED bollard light 

 QL Y-JA23BAD-80          QL Y-JA23JAD-80 

Housing 
12# Die-casting powder coated aluminum 
T=60-80µm, Adhesion of ISO class 1/ASTM 
class 4B  

Lens All in one optical lens, efficiency≥88% 

Diffuser Frosted PC diffuser 

Gasket Silicon rubber seal 

Operating Temperature -15°C ~ +50°C 

Light Efficiency 80-100lm/W 

LED COB LED 

Driver Constant current driver 

Power Cable H05RN-F 3x1.0mm², L=2.0m(High voltage) 

 

Material Specifications: 

 

Powder painting 
PANTONE 432u 

 

 

Powder painting 
RAL9005 

 

 

Powder painting 
RAL9006 

 

 

 

Basic color selection: 

 

Item 
Light  
Source 

Light Output (lm) CRI (Ra) 
Power  
Factor 

Input Voltage  
(V) 

CCT 

QL Y-JA23BAD-80 
16x0.5W 
COB LED 

800lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

QL Y-JA23JAD-80 
24x0.5W 
COB LED 

1200lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

 

  
    QL Y-JA23BAD-80     QL Y-JA23JAD-80 
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High luminance LED bollard light 

 QL Y-JA53BAD-45          QL Y-JA53JAD-45 

Housing 
12# Die-casting powder coated aluminum 
T=60-80µm, Adhesion of ISO class 1/ASTM 
class 4B  

Lens All in one optical lens, efficiency≥88% 

Diffuser Frosted PC diffuser 

Gasket Silicon rubber seal 

Operating Temperature -15°C ~ +50°C 

Light Efficiency 80-100lm/W 

LED COB LED 

Driver Constant current driver 

Power Cable H05RN-F 3x1.0mm², L=2.0m(High voltage) 

 

Material Specifications: 

 

Powder painting 
PANTONE 432u 

 

 

Powder painting 
RAL9005 

 

 

Powder painting 
RAL9006 

 

 

 

Basic color selection: 

 

Item 
Light  
Source 

Light Output (lm) CRI (Ra) 
Power  
Factor 

Input Voltage  
(V) 

CCT 

QL Y-JA53BAD-45 
16x0.5W 
COB LED 

800lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

QL Y-JA53JAD-45 
24x0.5W 
COB LED 

1200lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

 

  
   QL Y-JA53BAD-45       QL Y-JA53JAD-45 
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High luminance LED post top lantern with pole 

 QL Y-JA03BAD-3          QL Y-JA03JAD-3 

Housing 
12# Die-casting powder coated aluminum 
T=60-80µm, Adhesion of ISO class 1/ASTM 
class 4B  

Lens All in one optical lens, efficiency≥88% 

Diffuser Frosted PC diffuser 

Gasket Silicon rubber seal 

Operating Temperature -15°C ~ +50°C 

Light Efficiency 80-100lm/W 

LED COB LED 

Driver Constant current driver 

Power Cable H05RN-F 3x1.0mm², L=2.0m(High voltage) 

 

Material Specifications: 

 

Powder painting 
PANTONE 432u 

 

 

Powder painting 
RAL9005 

 

 

Powder painting 
RAL9006 

 

 

 

Basic color selection: 

 

Item 
Light  
Source 

Light Output (lm) CRI (Ra) 
Power  
Factor 

Input Voltage  
(V) 

CCT 

QL Y-JA03BAD-3 
3x (16x0.5W) 
COB LED 

2400lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

QL Y-JA03JAD-3 
3x (24x0.5W) 
COB LED 

3600lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 
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High luminance LED wall lamp 

    QL Y-JA25JHA   QL Y-JA26JHA-30 

Housing 
12# Die-casting powder coated aluminum 
T=60-80µm, Adhesion of ISO class 1/ASTM 
class 4B  

Lens All in one optical lens, efficiency≥88% 

Diffuser Opal PC diffuser 

Gasket Silicon rubber seal 

Operating Temperature -15°C ~ +50°C 

Light Efficiency 80-100lm/W 

LED COB LED 

Driver Constant current driver 

Power Cable H05RN-F 3x1.0mm², L=2.0m(High voltage) 

 

Material Specifications: 

 

Powder painting 
PANTONE 432u 

 

 

Powder painting 
RAL9005 

 

 

Powder painting 
RAL9006 

 

 

 

Basic color selection: 

 

Item 
Light  
Source 

Light Output (lm) CRI (Ra) 
Power  
Factor 

Input Voltage  
(V) 

CCT 

QL Y-JA25JHA 
6x1W 
COB LED 

540lm ≥70 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

QL Y-JA26JHA-30 
6x1W 
COB LED 

540lm ≥70 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

 

   
   QL Y-JA25JHA       QL Y-JA26JHA-30  
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High luminance LED bollard light 

              QL Y-JA26JHA-80 

Housing 
12# Die-casting powder coated aluminum 
T=60-80µm, Adhesion of ISO class 1/ASTM 
class 4B  

Lens All in one optical lens, efficiency≥88% 

Diffuser Opal PC diffuser 

Gasket Silicon rubber seal 

Operating Temperature -15°C ~ +50°C 

Light Efficiency 80-100lm/W 

LED COB LED 

Driver Constant current driver 

Power Cable H05RN-F 3x1.0mm², L=2.0m(High voltage) 

 

Material Specifications: 

 

Powder painting 
PANTONE 432u 

 

 

Powder painting 
RAL9005 

 

 

Powder painting 
RAL9006 

 

 

 

Basic color selection: 

 

Item 
Light  
Source 

Light Output (lm) CRI (Ra) 
Power  
Factor 

Input Voltage  
(V) 

CCT 

QL Y-JA26JHA-80 
6x1W 
COB LED 

540lm ≥70 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

 

  
   QL Y-JA26JHA-80      

Rendering: 

 

http://www.qliteglobal.com/


         Qlite Limited, Unit 4, Severnlink, Newhouse Farm Industrial Estate, Chepstow, NP16 6UN, UK  www.qliteglobal.com P a g e  | 227 

 
 
 
 

   
                                                                                                                  LED SOLUTION: OUTDOOR LIGHTING 

 

    

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

High luminance LED post top lantern with pole 

               QL Y-JA25JHA-3 

Housing 
12# Die-casting powder coated aluminum 
T=60-80µm, Adhesion of ISO class 1/ASTM 
class 4B  

Lens All in one optical lens, efficiency≥88% 

Diffuser Opal PC diffuser 

Gasket Silicon rubber seal 

Operating Temperature -15°C ~ +50°C 

Light Efficiency 80-100lm/W 

LED COB LED 

Driver Constant current driver 

Power Cable H05RN-F 3x1.0mm², L=2.0m(High voltage) 

 

Material Specifications: 

 

Powder painting 
PANTONE 432u 

 

 

Powder painting 
RAL9005 

 

 

Powder painting 
RAL9006 

 

 

 

Basic color selection: 

 

Item 
Light  
Source 

Light Output (lm) CRI (Ra) 
Power  
Factor 

Input Voltage  
(V) 

CCT 

QL Y-JA25JHA-3 
3x (6x1W) 
COB LED 

1620lm ≥70 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 
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High luminance LED bollard light 

              QL Y-JA03BCA-80 

Housing 
12# Die-casting powder coated aluminum 
T=60-80µm, Adhesion of ISO class 1/ASTM 
class 4B  

Lens All in one optical lens, efficiency≥88% 

Diffuser Tempered glass 

Gasket Silicon rubber seal 

Operating Temperature -15°C ~ +50°C 

Light Efficiency 80-100lm/W 

LED COB LED 

Driver Constant current driver 

Power Cable H05RN-F 3x1.0mm², L=2.0m(High voltage) 

 

Material Specifications: 

 

Powder painting 
PANTONE 432u 

 

 

Powder painting 
RAL9005 

 

 

Powder painting 
RAL9006 

 

 

 

Basic color selection: 

 

Item 
Light  
Source 

Light Output (lm) CRI (Ra) 
Power  
Factor 

Input Voltage  
(V) 

CCT 

QL Y-JA03BCA-60 
8W 
COB LED 

100lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

 

  
 QL Y-JA03BCA-80      
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High luminance LED bollard light 

              QL Y-JA03BAA-60 

Housing 
12# Die-casting powder coated aluminum 
T=60-80µm, Adhesion of ISO class 1/ASTM 
class 4B  

Lens All in one optical lens, efficiency≥88% 

Diffuser Opal PC diffuser 

Gasket Silicon rubber seal 

Operating Temperature -15°C ~ +50°C 

Light Efficiency 80-100lm/W 

LED COB LED 

Driver Constant current driver 

Power Cable H05RN-F 3x1.0mm², L=2.0m(High voltage) 

 

Material Specifications: 

 

Powder painting 
PANTONE 432u 

 

 

Powder painting 
RAL9005 

 

 

Powder painting 
RAL9006 

 

 

 

Basic color selection: 

 

Item 
Light  
Source 

Light Output (lm) CRI (Ra) 
Power  
Factor 

Input Voltage  
(V) 

CCT 

QL Y-JA03BAA-60 
30x0.5W 
COB LED 

1500lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

 

  
   QL Y-JA03BAA-60      
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High luminance LED bollard light 

   QL Y-JA03BCE-80         QL Y-JA03BCE RH-80               QL Y-JA03BCF-80         QL Y-JA03BCF RH-80               QL Y-JA13BCF-80        QL Y-JA13BCF RH-80 

Housing 
12# Die-casting powder coated aluminum 
T=60-80µm, Adhesion of ISO class 1/ASTM 
class 4B  

Lens All in one optical lens, efficiency≥88% 

Diffuser Clear PC diffuser 

Reflector Anodised aluminum 

Gasket Silicon rubber seal 

Operating Temperature -15°C ~ +50°C 

Light Efficiency 80-100lm/W 

LED COB LED 

Driver Constant current driver 

Power Cable H05RN-F 3x1.0mm², L=2.0m(High voltage) 

 

Material Specifications: 

 

Powder painting 
PANTONE 432u 

 

 

Powder painting 
RAL9005 

 

 

Powder painting 
RAL9006 

 

 

 

Basic color selection: 

 

Item 
Light  
Source 

Light Output (lm) CRI (Ra) 
Power  
Factor 

Input Voltage  
(V) 

CCT 

QL Y-JA03BCE-80 
QL Y-JA03BCE RH-80 

16x0.5W 
COB LED 

800lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

QL Y-JA03BCF-80 
QL Y-JA03BCF RH-80 

8W 
COB LED 

800lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

QL Y-JA13BCF-80 
QL Y-JA13BCF RH-80 

8W 
COB LED 

800lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

 

 
  QL Y-JA03BCE-80         QL Y-JA03BCF-80          QL Y-JA13BCF-80 

QL Y-JA03BCE RH-80    QL Y-JA03BCF RH-80   QL Y-JA13BCF RH-80 
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High luminance LED bollard light 

   QL Y-JA03AJB RH-80            QL Y-JA03AJB-80 

Housing 
12# Die-casting powder coated aluminum 
T=60-80µm, Adhesion of ISO class 1/ASTM 
class 4B  

Lens All in one optical lens, efficiency≥88% 

Diffuser Tempered clear glass 

Gasket Silicon rubber seal 

Operating Temperature -15°C ~ +50°C 

Light Efficiency 80-100lm/W 

LED COB LED 

Driver Constant current driver 

Power Cable H05RN-F 3x1.0mm², L=2.0m(High voltage) 

 

Material Specifications: 

 

Powder painting 
PANTONE 432u 

 

 

Powder painting 
RAL9005 

 

 

Powder painting 
RAL9006 

 

 

 

Basic color selection: 

 

Item 
Light  
Source 

Light Output (lm) CRI (Ra) 
Power  
Factor 

Input Voltage  
(V) 

CCT 

QL Y-JA03AJB-80 
8W 
COB LED 

800lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

QL Y-JA03AJB RH-80 
8W 
COB LED 

800lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

 

 
  QL Y-JA03AJB-80 

               QL Y-JA03AJB RH-80 
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High luminance LED bollard light 

 QL Y-JA03BAB-80            QL Y-JA03BAI-80 

Housing 
12# Die-casting powder coated aluminum 
T=60-80µm, Adhesion of ISO class 1/ASTM 
class 4B  

Lens All in one optical lens, efficiency≥88% 

Diffuser Opal PC diffuser 

Gasket Silicon rubber seal 

Operating Temperature -15°C ~ +50°C 

Light Efficiency 80-100lm/W 

LED COB LED 

Driver Constant current driver 

Power Cable H05RN-F 3x1.0mm², L=2.0m(High voltage) 

 

Material Specifications: 

 

Powder painting 
PANTONE 432u 

 

 

Powder painting 
RAL9005 

 

 

Powder painting 
RAL9006 

 

 

 

Basic color selection: 

 

Item 
Light  
Source 

Light Output (lm) CRI (Ra) 
Power  
Factor 

Input Voltage  
(V) 

CCT 

QL Y-JA03BAB-80 
16x0.5W 
COB LED 

800lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

QL Y-JA03BAI-80 
16x0.5W 
COB LED 

800lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

 

  
   QL Y-JA03BAB-80       QL Y-JA03BAI-80 
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High luminance LED wall lights 

      QL Y-JA13JCE   QL Y-JA13JCG 

Housing 
12# Die-casting powder coated aluminum 
T=60-80µm, Adhesion of ISO class 1/ASTM 
class 4B  

Lens All in one optical lens, efficiency≥88% 

Diffuser Clear PC diffuser 

Gasket Silicon rubber seal 

Operating Temperature -15°C ~ +50°C 

Light Efficiency 80-100lm/W 

LED COB LED 

Driver Constant current driver 

Power Cable H05RN-F 3x1.0mm², L=0.5m(High voltage) 

 

Material Specifications: 

 

Powder painting 
PANTONE 432u 

 

 

Powder painting 
RAL9005 

 

 

Powder painting 
RAL9006 

 

 

 

Basic color selection: 

 

Item 
Light  
Source 

Light Output (lm) CRI (Ra) 
Power  
Factor 

Input Voltage  
(V) 

CCT 

QL Y-JA13JCE 
8W 
COB LED 

800lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

QL Y-JA13JCG 
2x6W 
COB LED 

1200lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

 

 
     QL Y-JA13JCE   QL Y-JA13JCG 
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High luminance LED wall lights 

       QL Y-JA03JCE    QL Y-JA03JCG 

Housing 
12# Die-casting powder coated aluminum 
T=60-80µm, Adhesion of ISO class 1/ASTM 
class 4B  

Lens All in one optical lens, efficiency≥88% 

Diffuser Opal PC diffuser 

Gasket Silicon rubber seal 

Operating Temperature -15°C ~ +50°C 

Light Efficiency 80-100lm/W 

LED COB LED 

Driver Constant current driver 

Power Cable H05RN-F 3x1.0mm², L=0.5m(High voltage) 

 

Material Specifications: 

 

Powder painting 
PANTONE 432u 

 

 

Powder painting 
RAL9005 

 

 

Powder painting 
RAL9006 

 

 

 

Basic color selection: 

 

Item 
Light  
Source 

Light Output (lm) CRI (Ra) 
Power  
Factor 

Input Voltage  
(V) 

CCT 

QL Y-JA03JCE 
8W 
COB LED 

800lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

QL Y-JA03JCG 
2x6W 
COB LED 

1200lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

 

 
     QL Y-JA03JCE                QL Y-JA03JCG 
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High luminance LED wall lights 

       QL Y-JA03JCF             QL Y-JA03JCH 

Housing 
12# Die-casting powder coated aluminum 
T=60-80µm, Adhesion of ISO class 1/ASTM 
class 4B  

Lens All in one optical lens, efficiency≥88% 

Diffuser Opal PC diffuser 

Gasket Silicon rubber seal 

Operating Temperature -15°C ~ +50°C 

Light Efficiency 80-100lm/W 

LED COB LED 

Driver Constant current driver 

Power Cable H05RN-F 3x1.0mm², L=0.5m(High voltage) 

 

Material Specifications: 

 

Powder painting 
PANTONE 432u 

 

 

Powder painting 
RAL9005 

 

 

Powder painting 
RAL9006 

 

 

 

Basic color selection: 

 

Item 
Light  
Source 

Light Output (lm) CRI (Ra) 
Power  
Factor 

Input Voltage  
(V) 

CCT 

QL Y-JA03JCF 
8W 
COB LED 

800lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

QL Y-JA03JCH 
2x6W 
COB LED 

1200lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

 

 
      QL Y-JA03JCF       QL Y-JA03JCH 
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High luminance LED wall lights 

            QL Y-JA03JBE                  QL Y-JA03JBF                   QL Y-JA03JBG 

Housing 
12# Die-casting powder coated aluminum 
T=60-80µm, Adhesion of ISO class 1/ASTM 
class 4B  

Lens All in one optical lens, efficiency≥88% 

Diffuser Tempered glass diffuser 

Gasket Silicon rubber seal 

Operating Temperature -15°C ~ +50°C 

Light Efficiency 80-100lm/W 

LED COB LED 

Driver Constant current driver 

Power Cable H05RN-F 3x1.0mm², L=0.5m(High voltage) 

 

Material Specifications: 

 

Powder painting 
PANTONE 432u 

 

 

Powder painting 
RAL9005 

 

 

Powder painting 
RAL9006 

 

 

 

Basic color selection: 

 

Item 
Light  
Source 

Light Output (lm) CRI (Ra) 
Power  
Factor 

Input Voltage  
(V) 

CCT 

QL Y-JA03JBE 
1x12W 
COB LED 

1200lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

QL Y-JA03JBF 
2x6W 
COB LED 

1200lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

QL Y-JA03JBG 
2x6W 
COB LED 

1200lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

 

 
        QL Y-JA03JBE              QL Y-JA03JBF               QL Y-JA03JBG 
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High luminance LED wall lights 

              QL Y-JA03JCA                                 QL Y-JA03JCB 

Housing 
12# Die-casting powder coated aluminum 
T=60-80µm, Adhesion of ISO class 1/ASTM 
class 4B  

Lens All in one optical lens, efficiency≥88% 

Diffuser Tempered glass diffuser 

Gasket Silicon rubber seal 

Operating Temperature -15°C ~ +50°C 

Light Efficiency 80-100lm/W 

LED COB LED 

Driver Constant current driver 

Power Cable H05RN-F 3x1.0mm², L=0.5m(High voltage) 

 

Material Specifications: 

 

Powder painting 
PANTONE 432u 

 

 

Powder painting 
RAL9005 

 

 

Powder painting 
RAL9006 

 

 

 

Basic color selection: 

 

Item 
Light  
Source 

Light Output (lm) CRI (Ra) 
Power  
Factor 

Input Voltage  
(V) 

CCT 

QL Y-JA03JCA 
1x3W 
COB LED 

300lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

QL Y-JA03JCB 
2x3W 
COB LED 

600lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

 

 
       QL Y-JA03JCA                    QL Y-JA03JCB 
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High luminance LED wall lights 

       QL Y-JA43JAA                                       QL Y-JA43JAB 

Housing 
12# Die-casting powder coated aluminum 
T=60-80µm, Adhesion of ISO class 1/ASTM 
class 4B  

Lens All in one optical lens, efficiency≥88% 

Diffuser Optical glass diffuser 

Gasket Silicon rubber seal 

Operating Temperature -15°C ~ +50°C 

Light Efficiency 80-100lm/W 

LED COB LED 

Driver Constant current driver 

Power Cable H05RN-F 3x1.0mm², L=0.5m(High voltage) 

 

Material Specifications: 

 

Powder painting 
PANTONE 432u 

 

 

Powder painting 
RAL9005 

 

 

Powder painting 
RAL9006 

 

 

 

Basic color selection: 

 

Item 
Light  
Source 

Light Output (lm) CRI (Ra) 
Power  
Factor 

Input Voltage  
(V) 

CCT 

QL Y-JA43JAA 
1x6W 
COB LED 

600lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

QL Y-JA43JAB 
2x6W 
COB LED 

1200lm ≥80 0.95 
100-240V AC 
50Hz/60Hz  

2700K 
3000K 
4000K 

 

 
       QL Y-JA43JAA                    QL Y-JA43JAB 
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