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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

 CEILING RECESSED DOWN LIGHTS 

 

       

          
 

       

          

 
 

 

QL R-FJAE ARDL 3W     230lm   0.10kg 

With LED Driver 9V-250mA 

230V-50Hz 

 

 Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 25°   40° 

 
QL R-FJAG ARDL 3W     230lm   0.10kg 

With LED Driver 9V-250mA 

230V-50Hz 

 

 Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 25°   40° 
 

 

/h. [95   /wLҗул   Ltнл   CE   RoHS  

¶ Housing and mounting ring: Pure Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane and 

rotates by 358° onto horizontal plane 

¶ Light source: COB LED with an optical lens 

 

 

/h. [95   /wLҗул   IP20   CE   RoHS 
 

¶ Housing and mounting ring: Pure Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane and 

rotates by 358° onto horizontal plane 

¶ Light source: COB LED with an optical lens 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

CEILING RECESSED SPOT LIGHTS 

       

       

      

 

 

 

 

QL R-FJAH ARDL 6W 650lm   0.14kg 

With LED Driver 36V-140mA 

230V-50Hz 

 

  

 

 

 
/h. [95   /wLҗул   Ltпп   CE   RoHS 

¶ Housing and mounting ring: Pure Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane and 

rotates by 358° onto horizontal plane 

¶ Light source: COB LED with an optical lens 

 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 24°   36°   60° 

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

CEILING RECESSED SPOT LIGHTS 

       

       

      

       

      

       

      

           

 
QL R-FAED ARDL 6W 600lm   0.37kg 

With LED Driver 36V-140mA 

230V-50Hz 

 

  

 

 

QL R-FAED ARDL 10W 950lm   0.35kg 

With LED Driver 36V-250mA 

230V-50Hz 

 

  

 

 

 
QL R-FAJH ARDL 15W 1400lm   0.44kg 

With LED Driver 36V-350mA 

230V-50Hz 

 

  

 

 

 
/h. [95   /wLҗул   Ltпп   CE   RoHS 

¶ Housing and mounting ring: Die-cast Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane  

¶ Light source: COB LED with an optical lens 

 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 24°   36°   60° 

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 

 

 

 
/h. [95   /wLҗул   Ltпп   CE   RoHS 

¶ Housing and mounting ring: Die-cast Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane  

¶ Light source: COB LED with an optical lens 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 24°   36°   60° 

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

CEILING RECESSED SPOT LIGHTS 

       

       

      

       

      

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
QL R-FAIJ ARDL 6W 600lm   0.36kg 

With LED Driver 36V-140mA 

230V-50Hz 

 

  

 

 

QL R-FAIJ ARDL 8W 700lm   0.36kg 

With LED Driver 36V-180mA 

230V-50Hz 

 

  

 

 

 
/h. [95   /wLҗул   Ltпп   CE   RoHS 

¶ Housing and mounting ring: Die-cast Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane and 

rotates by 358° onto horizontal plane 

¶ Light source: COB LED with an optical lens 

 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 24°   36°   60° 

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

CEILING RECESSED SPOT LIGHTS 

       

       

      

       

      

       

      

 

 

 

 

 

 

 

 
QL R-FBFB ARDL 6W 400lm   0.36kg 

With LED Driver 36V-140mA 

230V-50Hz 

 

 

 

 

 

QL R-FBFB ARDL 10W 600lm   0.36kg 

With LED Driver 36V-250mA 

230V-50Hz 

 

 

 

 

 

QL R-FBFB ARDL 15W 900lm   0.36kg 

With LED Driver 36V-350mA 

230V-50Hz 

 

 

 

 

 

 
/h. [95   /wLҗул   Ltпп   CE   RoHS 

¶ Housing and mounting ring: Die-cast Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane and 

rotates by 358° onto horizontal plane 

¶ Light source: COB LED with an optical lens 

¶ Anti-dazzle ring: Aluminum black 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 24°   36°   60° 

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

CEILING RECESSED SPOT LIGHTS 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

CEILING RECESSED SPOT LIGHTS 

       

       

      

       

      

       

      

           

 
QL R-FBEE ARDL 6W 450lm   0.36kg 

With LED Driver 36V-140mA 

230V-50Hz 

 

 

 

 

 

QL R-FBEE ARDL 10W 700lm   0.36kg 

With LED Driver 36V-250mA 

230V-50Hz 

 

 

 

 

 

 
QL R-FAGA ARDL 15W 1000lm 0.43kg 

With LED Driver 36V-350mA 

230V-50Hz 

 

 

 

 

 

 
/h. [95   /wLҗул   Ltпп   CE   RoHS 

¶ Housing and mounting ring: Die-cast Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane  

¶ Light source: COB LED with an optical lens 

 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 24°   36°    

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 

 

 

 
/h. [95   /wLҗул   Ltпп   CE   RoHS 

¶ Housing and mounting ring: Die-cast Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane  

¶ Light source: COB LED with an optical lens 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 24°   36°    

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

CEILING RECESSED SPOT LIGHTS 

       

       

      

       

      

       

      

           

 
QL R-FBED ARDL 6W 450lm   0.36kg 

With LED Driver 36V-140mA 

230V-50Hz 

 

 

 

 

 

QL R-FBED ARDL 10W 750lm   0.36kg 

With LED Driver 36V-250mA 

230V-50Hz 

 

 

 

 

 

 
QL R-FAIH ARDL 15W 1000lm  0.43kg 

With LED Driver 36V-350mA 

230V-50Hz 

 

 

 

 

 

 
/h. [95   /wLҗул   Ltпп   CE   RoHS 

¶ Housing and mounting ring: Die-cast Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane  

¶ Light source: COB LED with an optical lens 

 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 24°   36°    

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 

 

 

 
/h. [95   /wLҗул   Ltпп   CE   RoHS 

¶ Housing and mounting ring: Die-cast Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane  

¶ Light source: COB LED with an optical lens 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 24°   36°    

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 

 

 

http://www.qliteglobal.com/


         Qlite Limited, Unit 4, Severnlink, Newhouse Farm Industrial Estate, Chepstow, NP16 6UN, UK  www.qliteglobal.com  P a g e  | 34 

 
 
     
 

   
                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

CEILING RECESSED SPOT LIGHTS 

       

       

      

       

      

       

      

           

 

QL R-FJBJ ARDL 6W 600lm   0.39kg 

With LED Driver 36V-140mA 

230V-50Hz 

 

  

 

 

QL R-FJBJ ARDL 10W 900lm   0.39kg 

With LED Driver 36V-250mA 

230V-50Hz 

 

  

 

 

 
QL R-FAII ARDL 15W 1300lm   0.46kg 

With LED Driver 36V-350mA 

230V-50Hz 

 

  

 

 

 
/h. [95   /wLҗул   Ltпп   CE   RoHS 

¶ Housing and mounting ring: Die-cast Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane  

¶ Light source: COB LED with an optical lens 

 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 24°   36°   60° 

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 

 

 

 
COB LED   /wLҗул   Ltпп   CE   RoHS 

¶ Housing and mounting ring: Die-cast Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane  

¶ Light source: COB LED with an optical lens 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 24°   36°   60° 

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

CEILING RECESSED SPOT LIGHTS 

       

       

      

       

      

       

      

           

 
QL R-FBAE ASDL 6W 600lm   0.40kg 

With LED Driver 36V-140mA 

230V-50Hz 

 

  

 

 

QL R-FBAE ASDL 10W 900lm   0.40kg 

With LED Driver 36V-250mA 

230V-50Hz 

 

  

 

 

 
QL R-FBDH ASDL 15W 1300lm 0.47kg 

With LED Driver 36V-350mA 

230V-50Hz 

 

  

 

 

 
/h. [95   /wLҗул   Ltпп   CE   RoHS 

¶ Housing and mounting ring: Die-cast Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane  

¶ Light source: COB LED with an optical lens 

 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 24°   36°   60° 

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 

 

 

 
/h. [95   /wLҗул   Ltпп   CE   RoHS 

¶ Housing and mounting ring: Die-cast Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane  

¶ Light source: COB LED with an optical lens 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 24°   36°   60° 

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

CEILING RECESSED HIGH POWER SPOT LIGHTS 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

CEILING RECESSED HIGH POWER SPOT LIGHTS 

       

       

      

       

      

       

      

       

      
 

 

 

 

 

 
QL R-FJHC ARDL 15W 1300lm   1.04kg 

With LED Driver 36V-350mA 

230V-50Hz 

 
  

  
QL R-FJHC ARDL 20W 1700lm   1.04kg 

With LED Driver 36V-500mA 

230V-50Hz 

 
  

  
QL R-FJHC ARDL 25W 2000lm   1.04kg 

With LED Driver 36V-600mA 

230V-50Hz 

 

  

  
   

  

 
/h. [95   /wLҗул   Ltпп   CE   RoHS 

¶ Housing and mounting ring: Die-cast Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane and 

rotates by 358° onto horizontal plane 

¶ Light source: COB LED with high efficiency optical reflector 

¶ Anti-dazzle ring: Plastic black 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 15° 24° 36° 60° 

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

 CEILING RECESSED HIGH POWER SPOT LIGHTS 

       

       

      

       

      

       

      

       

      
 

 

 

 

 

 
QL R-FJHD ARDL 15W 900lm   1.07kg 

With LED Driver 36V-350mA 

230V-50Hz 

 

  

 

 

QL R-FJHD ARDL 20W 1200lm  1.07kg 

With LED Driver 36V-500mA 

230V-50Hz 

 
  

 

 

QL R-FJHD ARDL 25W 1400lm  1.07kg 

With LED Driver 36V-600mA 

230V-50Hz 

 

  

 

 

   

  

 
/h. [95   /wLҗул   Ltпп   CE   RoHS 

¶ Housing and mounting ring: Die-cast Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane and 

rotates by 358° onto horizontal plane 

¶ Light source: COB LED with high efficiency optical reflector 

¶ Anti-dazzle ring: Plastic black 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 15° 24° 36°  

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

 CEILING RECESSED HIGH POWER SPOT LIGHTS 

       

       

      

       

      

       

      

       

      
 

 

 

 

 

 
QL R-FBIA ARDL 20W 1800lm   1.66kg 

With LED Driver 36V-500mA 

230V-50Hz 

 

  

  
QL R-FBIA ARDL 25W 2100lm   1.66kg 

With LED Driver 36V-600mA 

230V-50Hz 

 

  

  
QL R-FBIA ARDL 30W 3000lm   1.66kg 

With LED Driver 36V-800mA 

230V-50Hz 

 

  

  
QL R-FBIA ARDL 40W 3800lm   1.66kg 

With LED Driver 36V-1050mA 

230V-50Hz 

 

  

  

 
/h. [95   /wLҗул   Ltпп   CE   RoHS 

¶ Housing and mounting ring: Die-cast Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane and 

rotates by 358° onto horizontal plane 

¶ Light source: COB LED with high efficiency optical reflector 

¶ Anti-dazzle ring: Plastic black 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 15° 24° 36° 60° 

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

 CEILING RECESSED HIGH POWER SPOT LIGHTS 

       

       

      

       

      

       

      

       

      
 

 

 

 

 

 
QL R-FBIB ARDL 20W 1400lm   1.70kg 

With LED Driver 36V-500mA 

230V-50Hz 

 

  

 

 

QL R-FBIB ARDL 25W 1600lm   1.70kg 

With LED Driver 36V-600mA 

230V-50Hz 

 
  

 

 

QL R-FBIB ARDL 30W 2300lm   1.70kg 

With LED Driver 36V-800mA 

230V-50Hz 

 

  

 

 

QL R-FBIB ARDL 40W 2900lm   1.70kg 

With LED Driver 36V-1050mA 

230V-50Hz 

 

  

 

 

 
/h. [95   /wLҗул   IP44   CE   RoHS 

¶ Housing and mounting ring: Die-cast Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane and 

rotates by 358° onto horizontal plane 

¶ Light source: COB LED with high efficiency optical reflector 

¶ Anti-dazzle ring: Plastic black 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 15° 24° 36°  

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

 CEILING RECESSED HIGH POWER SPOT LIGHTS 

       

       

      

       

      

       

      

       

      
 

 

 

 

 

 
QL R-FJHG ASDL 15W 1300lm  1.14kg 

With LED Driver 36V-350mA 

230V-50Hz 

 
  

  
QL R-FJHG ASDL 20W 1700lm  1.14kg 

With LED Driver 36V-500mA 

230V-50Hz 

 
  

  
QL R-FJHG ASDL 25W 2000lm  1.14kg 

With LED Driver 36V-600mA 

230V-50Hz 

 

  

  
   

  

 
/h. [95   /wLҗул   Ltпп   CE   RoHS 

¶ Housing and mounting ring: Die-cast Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane and 

rotates by 358° onto horizontal plane 

¶ Light source: COB LED with high efficiency optical reflector 

¶ Anti-dazzle ring: Plastic black 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 15° 24° 36° 60° 

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 

 

 

http://www.qliteglobal.com/


         Qlite Limited, Unit 4, Severnlink, Newhouse Farm Industrial Estate, Chepstow, NP16 6UN, UK  www.qliteglobal.com  P a g e  | 42 

 
 
     
 

   
                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

 CEILING RECESSED HIGH POWER SPOT LIGHTS 

       

       

      

       

      

       

      

       

      
 

 

 

 

 

 

QL R-FJHI ASDL 15W 900lm   1.17kg 

With LED Driver 36V-350mA 

230V-50Hz 

 

  

 

 

QL R-FJHI ASDL 20W 1200lm  1.17kg 

With LED Driver 36V-500mA 

230V-50Hz 

 
  

 

 

QL R-FJHI ASDL 25W 1400lm  1.17kg 

With LED Driver 36V-600mA 

230V-50Hz 

 

  

 

 

   

  

 
/h. [95   /wLҗул   Ltпп   CE   RoHS 

¶ Housing and mounting ring: Die-cast Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane and 

rotates by 358° onto horizontal plane 

¶ Light source: COB LED with high efficiency optical reflector 

¶ Anti-dazzle ring: Plastic black 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 15° 24° 36°  

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

CEILING RECESSED SPOT LIGHTS WITH REFLECTOR 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

CEILING RECESSED SPOT LIGHTS WITH REFLECTOR 

       

       

      

       

      

       

      

           

 
QL R-FBHB ARDL 6W 400lm   0.46kg 

With LED Driver 36V-140mA 

230V-50Hz 

 

 

 

 

 

QL R-FBHB ARDL 10W 600lm   0.39kg 

With LED Driver 36V-250mA 

230V-50Hz 

 

 

 

 

 

 
QL R-FBJJ ARDL 15W 900lm   0.46kg 

With LED Driver 36V-350mA 

230V-50Hz 

 

 

 

 

 

 
/h. [95   /wLҗул   Ltпп   CE   RoHS 

¶ Housing and mounting ring: Die-cast Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane and 

rotates by 358° onto horizontal plane 

¶ Light source: COB LED with an optical lens 

¶ Dark-light reflector: Plastic bright anodized  

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 24°   36°    

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 

 

 

 
/h. [95   /wLҗул   Ltпп   CE   RoHS 

¶ Housing and mounting ring: Die-cast Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane and 

rotates by 358° onto horizontal plane 

¶ Light source: COB LED with an optical lens 

¶ Dark-light reflector: Plastic bright anodized  

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 24°   36° 

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

 CEILING RECESSED SPOT LIGHTS WITH REFLECTOR 

       

       

      

       

      

       

      

           

 
QL R-FBAI ARDL 6W 400lm   0.46kg 

With LED Driver 36V-140mA 

230V-50Hz 

 

 

 

 

 

QL R-FBAI ARDL 10W 600lm   0.39kg 

With LED Driver 36V-250mA 

230V-50Hz 

 

 

 

 

 

 
QL R-FBEJ ARDL 15W 900lm   0.46kg 

With LED Driver 36V-350mA 

230V-50Hz 

 

 

 

 

 

 
COB LED   /wLҗул   Ltпп   CE   RoHS 

¶ Housing and mounting ring: Die-cast Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane and 

rotates by 358° onto horizontal plane 

¶ Light source: COB LED with an optical lens 

¶ Dark-light reflector: Plastic black  

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 24°   36°    

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 

 

 

 
/h. [95   /wLҗул   Ltпп   CE   RoHS 

¶ Housing and mounting ring: Die-cast Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane and 

rotates by 358° onto horizontal plane 

¶ Light source: COB LED with an optical lens 

¶ Dark-light reflector: Plastic black  

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 24°   36° 

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

 CEILING RECESSED SPOT LIGHTS WITH REFLECTOR 

       

       

      

       

      

       

      

           

 
QL R-FAGC ARDL 6W 500lm   0.46kg 

With LED Driver 36V-140mA 

230V-50Hz 

 

 

 

 

 

QL R-FAGC ARDL 10W 900lm   0.39kg 

With LED Driver 36V-250mA 

230V-50Hz 

 

 

 

 

 

 
QL R-FAIG ARDL 15W 1200lm   0.48kg 

With LED Driver 36V-350mA 

230V-50Hz 

 

 

 

 

 

 
/h. [95   /wLҗул   Ltпп   CE   RoHS 

¶ Housing and mounting ring: Die-cast Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane and 

rotates by 358° onto horizontal plane 

¶ Light source: COB LED with an optical lens 

¶ Dark-light reflector: Aluminum bright anodised  

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 24°   36°    

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 

 

 

 
/h. [95   /wLҗул   Ltпп   CE   RoHS 

¶ Housing and mounting ring: Die-cast Aluminium 

¶ The spot light tilts to a maximum of 0°-30° onto vertical plane and 

rotates by 358° onto horizontal plane 

¶ Light source: COB LED with an optical lens 

¶ Dark-light reflector: Aluminum bright anodised 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 24°   36° 

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

CEILING RECESSED COMBO SPOT LIGHTS 

       

       

      

 

 

 

 
QL R-FBHJ CRSL    1.20kg 

Circular ring: 15W 900lm LED Driver 

50V-250mA 

Spot light module: 20W 2000lm LED 

Driver 36V-500mA 

230V-50Hz 

 
  

  

 
/h. [95   /wLҗул   Ltнл   CE   RoHS 

¶ Recessed housing: Aluminium sheet 

¶ Spot light module tilts to a maximum of 0°-25° on to vertical plane 

and rotates by 358° on to horizontal plane 

¶ Circle ring light source: High power LED with an optical diffuser 

¶ Spot light module: COB LED with an optical lens 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle (Circle): 100°    

Beam Angle (Spot):  15°     24°     36° 

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

 CEILING RECESSED FLUSH LIGHTS 

       

       

      

       

      

       

      

       

      
 

 

 

 

 

 
QL R-FBJI ASFL 6W 600lm   0.81kg 

With LED Driver 36V-140mA 

230V-50Hz 

 
  

 

 

QL R-FAEE ASFL 10W 1000lm   0.81kg 

With LED Driver 36V-250mA 

230V-50Hz 

 
  

 

 

QL R-FBCH ASFL 15W 1400lm   0.81kg 

With LED Driver 36V-350mA 

230V-50Hz 

 

  

 

 

   

  

 
/h. [95   /wLҗул   Ltнл   CE   RoHS 

¶ The fixture has an outer metal bezel and a steel sheet lamp housing 

¶ Mounting kit: Die-cast aluminum for flush mounting installation 

¶ Light source holder ring: Die-cast aluminum, positioned on adjustable 

gimbals with mechanical locking device, allows inclination of ±45° in 

horizontal and vertical plane 

¶ Light source: COB LED with an optical lens   

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 24° 36° 60°  

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

 CEILING RECESSED FLUSH LIGHTS 

       

    

      

       

      

       
      

       
      

 

 

 

 

 

 

 

 

 
QL R-FBAJ ASFL 2x6W 1200lm  1.52kg 

With LED Driver 36V-140mA 

230V-50Hz 

 

 

QL R-FAEF ASFL 2x10W 2000lm 1.52kg 

With LED Driver 36V-250mA 

230V-50Hz 

 

 

 

QL R-FBCI ASFL 2x15W 2800lm 1.52kg 

With LED Driver 36V-350mA 

230V-50Hz 

 

  

 
/h. [95   /wLҗул   Ltнл   CE   RoHS 

¶ The fixture has an outer metal bezel and a steel sheet lamp housing 

¶ Mounting kit: Die-cast aluminum for flush mounting installation 

¶ Light source holder ring: Die-cast aluminum, positioned on adjustable 

gimbals with mechanical locking device, allows inclination of ±45° in 

horizontal and vertical plane 

¶ Light source: COB LED with an optical lens   

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 24° 36° 60°  

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

 CEILING RECESSED FLUSH LIGHTS 

       

    

      

       

      

       
      

       
      

 

 

 

 

 

 

 

 

 
QL R-FBAA ASFL 3x6W 1800lm 2.32kg 

With LED Driver 36V-140mA 

230V-50Hz 

 

 

QL R-FAEG ASFL 3x10W 3000lm 2.32kg 

With LED Driver 36V-250mA 

230V-50Hz 

 

 

 

QL R-FBDJ ASFL 3x15W 4200lm 2.32kg 

With LED Driver 36V-350mA 

230V-50Hz 

 

  

 
/h. [95   /wLҗул   Ltнл   CE   RoHS 

¶ The fixture has an outer metal bezel and a steel sheet lamp housing 

¶ Mounting kit: Die-cast aluminum for flush mounting installation 

¶ Light source holder ring: Die-cast aluminum, positioned on adjustable 

gimbals with mechanical locking device, allows inclination of ±45° in 

horizontal and vertical plane 

¶ Light source: COB LED with an optical lens   

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 24° 36° 60°  

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

 CEILING RECESSED FLUSH LIGHTS 

       

       

      

       

      

       

      

       

      
 

 

 

 

 

 
QL R-FBJC ASFL 15W 1400lm   1.68kg 

With LED Driver 36V-350mA 

230V-50Hz 

 

  

 

 

QL R-FAGE ASFL 20W 2000lm   1.68kg 

With LED Driver 36V-500mA 

230V-50Hz 

 
  

 

 

QL R-FBHH ASFL 25W 2200lm   1.68kg 

With LED Driver 36V-600mA 

230V-50Hz 

 

  

 

 

   

  

 
/h. [95   /wLҗул   Ltнл   CE   RoHS 

¶ The fixture has an outer metal bezel and a steel sheet lamp housing 

¶ Mounting kit: Die-cast aluminum for flush mounting installation 

¶ Light source holder ring: Die-cast aluminum, positioned on adjustable 

gimbals with mechanical locking device, allows inclination of ±45° in 

horizontal and vertical plane 

¶ Light source: COB LED with an optical lens   

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 15° 24° 36°  

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

 CEILING RECESSED FLUSH LIGHTS 

       

    

      

       

      

       
      

       
      

 

 

 

 

 

 

 

 

 
QL R-FBJD ASFL 2x15W 2800lm 2.94kg 

With LED Driver 36V-350mA 

230V-50Hz 

 

 

QL R-FAGF ASFL 2x20W 4000lm 2.94kg 

With LED Driver 36V-500mA 

230V-50Hz 

 

 

 

QL R-FBHI ASFL 2x25W 4400lm 2.94kg 

With LED Driver 36V-600mA 

230V-50Hz 

 

  

 
/h. [95   /wLҗул   Ltнл   CE   RoHS 

¶ The fixture has an outer metal bezel and a steel sheet lamp housing 

¶ Mounting kit: Die-cast aluminum for flush mounting installation 

¶ Light source holder ring: Die-cast aluminum, positioned on adjustable 

gimbals with mechanical locking device, allows inclination of ±45° in 

horizontal and vertical plane 

¶ Light source: COB LED with an optical lens   

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 15° 24° 36°  

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

 CEILING RECESSED FLUSH LIGHTS 

       

    

      

       

      

       
      

       
      

 

 

 

 

 

 

 

 

 

QL R-FBJE ASFL 3x15W 4200lm 4.30kg 

With LED Driver 36V-350mA 

230V-50Hz 

 

 

QL R-FAGG ASFL 3x20W 6000lm 4.30kg 

With LED Driver 36V-500mA 

230V-50Hz 

 

 

 

QL R-FBIJ ASFL 3x25W 6600lm 4.30kg 

With LED Driver 36V-600mA 

230V-50Hz 

 

  

 
/h. [95   /wLҗул   Ltнл   CE   RoHS 

¶ The fixture has an outer metal bezel and a steel sheet lamp housing 

¶ Mounting kit: Die-cast aluminum for flush mounting installation 

¶ Light source holder ring: Die-cast aluminum, positioned on adjustable 

gimbals with mechanical locking device, allows inclination of ±45° in 

horizontal and vertical plane 

¶ Light source: COB LED with an optical lens   

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 15° 24° 36°  

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

 CEILING RECESSED FLUSH LIGHTS 

       

       

      

       

      

       

      

       

      
 

 

 

 

 

 
QL R-FBAB ASFL 6W 600lm   0.74kg 

With LED Driver 36V-140mA 

230V-50Hz 

 
  

 

 

QL R-FAEH ASFL 10W 1000lm   0.74kg 

With LED Driver 36V-250mA 

230V-50Hz 

 
  

 

 

QL R-FCEF ASFL 15W 1400lm   0.74kg 

With LED Driver 36V-350mA 

230V-50Hz 

 

  
  

   

  

 
/h. [95   /wLҗул   Ltнл   CE   RoHS 

¶ The fixture has an outer metal bezel and a steel sheet lamp housing 

¶ Mounting kit: Die-cast aluminum for flush mounting installation 

¶ Light source holder ring: Die-cast aluminum, positioned on adjustable 

gimbals with mechanical locking device, allows inclination of ±45° in 

horizontal and vertical plane 

¶ Light source: COB LED with an optical lens   

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 24° 36° 60°  

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

 CEILING RECESSED FLUSH LIGHTS 

       

    

      

       

      

       
      

       
      

 

 

 

 

 

 

 

 

 
QL R-FBAC ASFL 2x6W 1200lm  1.33kg 

With LED Driver 36V-140mA 

230V-50Hz 

 

 

QL R-FAEI ASFL 2x10W 2000lm 1.33kg 

With LED Driver 36V-250mA 

230V-50Hz 

 

 

 

QL R-FCEG ASFL 2x15W 2800lm 1.33kg 

With LED Driver 36V-350mA 

230V-50Hz 

 

  

 
/h. [95   /wLҗул   Ltнл   CE   RoHS 

¶ The fixture has an outer metal bezel and a steel sheet lamp housing 

¶ Mounting kit: Die-cast aluminum for flush mounting installation 

¶ Light source holder ring: Die-cast aluminum, positioned on adjustable 

gimbals with mechanical locking device, allows inclination of ±45° in 

horizontal and vertical plane 

¶ Light source: COB LED with an optical lens   

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 24° 36° 60°  

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

 CEILING RECESSED FLUSH LIGHTS 

       

    

      

       

      

       
      

       
      

 

 

 

 

 

 

 

 

 
QL R-FBAD ASFL 3x6W 1800lm 1.79kg 

With LED Driver 36V-140mA 

230V-50Hz 

 

 

QL R-FAFJ ASFL 3x10W 3000lm 1.79kg 

With LED Driver 36V-250mA 

230V-50Hz 

 

 

 

QL R-FCEH ASFL 3x15W 4200lm 2.00kg 

With LED Driver 36V-350mA 

230V-50Hz 

 

  

 
/h. [95   /wLҗул   Ltнл   CE   RoHS 

¶ The fixture has an outer metal bezel and a steel sheet lamp housing 

¶ Mounting kit: Die-cast aluminum for flush mounting installation 

¶ Light source holder ring: Die-cast aluminum, positioned on adjustable 

gimbals with mechanical locking device, allows inclination of ±45° in 

horizontal and vertical plane 

¶ Light source: COB LED with an optical lens   

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 24° 36° 60°  

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

 CEILING RECESSED FLUSH LIGHTS 

       

       

      

     

      

       

      

       

      
 

 

 

 

 

 
QL R-FBJB ASFL 15W 1400lm   1.58kg 

With LED Driver 36V-350mA 

230V-50Hz 

 

  

 

 

QL R-FAGH ASFL 20W 2000lm   1.58kg 

With LED Driver 36V-500mA 

230V-50Hz 

 
  

 

 

QL R-FAIA ASFL 25W 2200lm   1.58kg 

With LED Driver 36V-600mA 

230V-50Hz 

 

  
  

   

  

 
COB LED   /wLҗул   Ltнл   CE   RoHS 

¶ The fixture has an outer metal bezel and a steel sheet lamp housing 

¶ Mounting kit: Die-cast aluminum for flush mounting installation 

¶ Light source holder ring: Die-cast aluminum, positioned on adjustable 

gimbals with mechanical locking device, allows inclination of ±45° in 

horizontal and vertical plane 

¶ Light source: COB LED with an optical lens   

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 15° 24° 36°  

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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                                                                                                                        LED SOLUTION: INDOOR LIGHTING 

  

 CEILING RECESSED FLUSH LIGHTS 

       

    

      

       

      

       
      

       
      

 

 

 

 

 

 

 

 

 
QL R-FBJG ASFL 2x15W 2800lm 2.95kg 

With LED Driver 36V-350mA 

230V-50Hz 

 

 

QL R-FAGI ASFL 2x20W 4000lm 2.95kg 

With LED Driver 36V-500mA 

230V-50Hz 

 

 

 

QL R-FAIB ASFL 2x25W 4400lm 2.95kg 

With LED Driver 36V-600mA 

230V-50Hz 

 

  

 
/h. [95   /wLҗул   Ltнл   CE   RoHS 

¶ The fixture has an outer metal bezel and a steel sheet lamp housing 

¶ Mounting kit: Die-cast aluminum for flush mounting installation 

¶ Light source holder ring: Die-cast aluminum, positioned on adjustable 

gimbals with mechanical locking device, allows inclination of ±45° in 

horizontal and vertical plane 

¶ Light source: COB LED with an optical lens   

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 15° 24° 36°  

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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