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TRACK MOUNTED SPOT LIGHTS 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

The circle range features similar cylindrical 

housing shapes, available in two different 

sizes, all housing and their brackets, which 

provide the connection to a plastic LED driver 

housing compartment secure to the adaptor 

and installation on main voltage 3-circuit 

track system, the housing and brackets are 

cast aluminum, available in white silver black. 
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TRACK MOUNTED SPOT LIGHTS 
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TRACK MOUNTED SPOT LIGHTS 

       

       

      

       

      

       

      

       

      
 

 

 

 

 

 
QL T-FJJA ARTL 15W 1300lm   0.90kg 

With LED Driver 36V-350mA 

230V-50Hz 

 
  

  
QL T-FJJA ARTL 20W 1700lm   0.90kg 

With LED Driver 36V-500mA 

230V-50Hz 

 
  

  
QL T-FJJA ARTL 25W 2000lm   0.90kg 

With LED Driver 36V-600mA 

230V-50Hz 

 
  

  
   

  

 
COB LED   CRI≥80   IP20   CE   RoHS 

 Housing and bracket: Die-cast Aluminium 

 Light source: COB LED with high efficiency optical reflector 

 Adjustable spotlight with a plastic LED driver housing compartment, 

secure to the adaptor and installation on 3-circuit track system 

 Spot light rotates 358° on vertical axis and 90° on horizontal axis 

 Anti-dazzle ring: Plastic black 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 15° 24° 36° 60° 

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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TRACK MOUNTED SPOT LIGHTS 

       

       

      

       

      

       

      

       

      
 

 

 

 

 

 
QL T-FJCB ARTL 15W 900lm   0.93kg 

With LED Driver 36V-350mA 

230V-50Hz 

 
  

 

 

QL T-FJCB ARTL 20W 1200lm   0.93kg 

With LED Driver 36V-500mA 

230V-50Hz 

 
  

 

 

QL T-FJCB ARTL 25W 1400lm   0.93kg 

With LED Driver 36V-600mA 

230V-50Hz 

 
  

 

 

   

  

 
COB LED   CRI≥80   IP20   CE   RoHS 

 Housing and bracket: Die-cast Aluminium 

 Light source: COB LED with high efficiency optical reflector 

 Adjustable spotlight with a plastic LED driver housing compartment, 

secure to the adaptor and installation on 3-circuit track system 

 Spot light rotates 358° on vertical axis and 90° on horizontal axis 

 Anti-dazzle ring: Plastic black 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 15° 24° 36° 

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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TRACK MOUNTED SPOT LIGHTS 

       

       

      

       

      

       

      

       

      
 

 

 

 

 

 
QL T-FJJB ARTL 20W 1800lm   1.37kg 

With LED Driver 36V-500mA 

230V-50Hz 

 
  

  
QL R-FJJB ARTL 25W 2100lm   1.37kg 

With LED Driver 36V-600mA 

230V-50Hz 

 
  

  
QL R-FJJB ARTL 30W 3000lm   1.37kg 

With LED Driver 36V-800mA 

230V-50Hz 

 
  

  
QL R-FJJB ARTL 40W 3800lm   1.37kg 

With LED Driver 36V-1050mA 

230V-50Hz 

 

  

  

 
COB LED   CRI≥80   IP20   CE   RoHS 

 Housing and bracket: Die-cast Aluminium 

 Light source: COB LED with high efficiency optical reflector 

 Adjustable spotlight with a plastic LED driver housing compartment, 

secure to the adaptor and installation on 3-circuit track system 

 Spot light rotates 358° on vertical axis and 90° on horizontal axis 

 Anti-dazzle ring: Plastic black 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 15° 24° 36° 60° 

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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TRACK MOUNTED SPOT LIGHTS 

       

       

      

       

      

       

      

       

      
 

 

 

 

 

 
QL T-FJCC ARTL 20W 1400lm   1.41kg 

With LED Driver 36V-500mA 

230V-50Hz 

 
  

 

 

QL T-FJCC ARTL 25W 1600lm   1.41kg 

With LED Driver 36V-600mA 

230V-50Hz 

 
  

 

 

QL T-FJCC ARTL 30W 2300lm   1.41kg 

With LED Driver 36V-800mA 

230V-50Hz 

 
  

 

 

QL T-FJCC ARTL 40W 2900lm   1.41kg 

With LED Driver 36V-1050mA 

230V-50Hz 

 

  

 

 

 
COB LED   CRI≥80   IP20   CE   RoHS 

 Housing and bracket: Die-cast Aluminium 

 Light source: COB LED with high efficiency optical reflector 

 Adjustable spotlight with a plastic LED driver housing compartment, 

secure to the adaptor and installation on 3-circuit track system 

 Spot light rotates 358° on vertical axis and 90° on horizontal axis 

 Anti-dazzle ring: Plastic black 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 15° 24° 36° 

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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TRACK MOUNTED SPOT LIGHTS 

       

       

      

       

      

       

      

       

      
 

 

 

 

 

 
QL T-FJBC ARTL 10W 740lm   0.59kg 

With LED Driver 36V-250mA 

230V-50Hz 

 
 

 

 

 

QL T-FJBC ARTL 15W 1050lm   0.59kg 

With LED Driver 36V-350mA 

230V-50Hz 

 

 

 

 

 

   

  

   

  

 
COB LED   CRI≥80   IP20   CE   RoHS 

 Housing and bracket: Die-cast Aluminium 

 Light source: COB LED with high efficiency optical reflector 

 Adjustable spotlight with a plastic LED driver housing compartment, 

secure to the adaptor and installation on 3-circuit track system 

 Spot light rotates 358° on vertical axis and 90° on horizontal axis 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 12° 24° 

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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TRACK MOUNTED SPOT LIGHTS 

       

       

      

       

      

       

      

       

      
 

 

 

 

 

 
QL T-FJAG ARTL 8W 650lm   0.47kg 

With LED Driver 36V-180mA 

230V-50Hz 

 

  

 

 

QL T-FJAG ARTL 10W 810lm   0.47kg 

With LED Driver 36V-250mA 

230V-50Hz 

 

  

 

 

   

  

   

  

 
COB LED   CRI≥80   IP20   CE   RoHS 

 Housing and bracket: Pure Aluminium 

 Light source: COB LED with an optical lens 

 Adjustable spotlight with built-in driver inside light body, secure to 

the adaptor and installation on 3-circuit track system 

 Spot light rotates 358° on vertical axis and 90° on horizontal axis 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 15° 24° 36° 

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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TRACK MOUNTED SPOT LIGHTS 
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TRACK MOUNTED SPOT LIGHTS 

       

       

      

       

      

       

      

       

      
 

 

 

 

 

 
QL T-FJAA ARTL 15W 1100lm   1.55kg 

With LED Driver 36V-350mA 

230V-50Hz 

 
  

 

 

QL T-FJAA ARTL 20W 1500lm   1.55kg 

With LED Driver 36V-500mA 

230V-50Hz 

 
  

 

 

QL T-FJAA ARTL 25W 1700lm   1.55kg 

With LED Driver 36V-600mA 

230V-50Hz 

 

  

 

 

   

  

 
COB LED   CRI≥80   IP20   CE   RoHS 

 Housing and bracket: Die-cast Aluminium 

 Light source: COB LED with a high efficiency optical reflector 

 Adjustable spotlight with a plastic LED driver housing compartment, 

secure to the adaptor and installation on 3-circuit track system 

 Spot light rotates 358° on vertical axis and 90° on horizontal axis 

 Anti-dazzle ring: Plastic black 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 15° 24° 36° 

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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TRACK MOUNTED SPOT LIGHTS 
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TRACK MOUNTED SPOT LIGHTS 

       

       

       
 

       

       

       

       

      
 

 

 

 

 
QL T-AJJB ARTL 50W                0.87kg 

With electronic transformer 

QT12 GY6, 35 

230V-50Hz 

   
QL T-AJJB ARTL 75W                0.87kg 

With electronic transformer 

QT12 GY6, 35 

230V-50Hz 

   

 
QL T-AJJC ARTL 35W                1.32kg 

With electronic transformer 

HIT G12 

230V-50Hz 

   
QL T-AJJC ARTL 70W                1.32kg 

With electronic transformer 

HIT G12 

230V-50Hz 

   
   

  

 
CRI≥80   IP20   CE   RoHS 

 Housing and bracket: Die-cast Aluminium 

 Adjustable spotlight with a plastic LED driver housing compartment, 

secure to the adaptor and installation on 3-circuit track system 

 Spot light rotates 358° on vertical axis and 90° on horizontal axis 

 Anti-dazzle ring: Plastic black 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 8° 24° 

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 

 

 

 
CRI≥80   IP20   CE   RoHS 

 Housing and bracket: Die-cast Aluminium 

 Adjustable spotlight with a plastic LED driver housing compartment, 

secure to the adaptor and installation on 3-circuit track system 

 Spot light rotates 358° on vertical axis and 90° on horizontal axis 

 Anti-dazzle ring: Plastic black 

Powder-coated: White   Silver   Black 

Colour Temp.: 2700K  3000K  4000K 

Beam Angle: 8° 24° 

Driver gear: Non-dimmable, Triac dimmable, 

  1-10V dimmable, DALI dimmable 
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TRACKS 

   

  

  

 

  

 

  

 

 

Qlite 3-circuit track is made up of 

pure aluminum and moulded 

through extrusion complete with 

4-red brass conductors and 

insulators. Available in white and 

silver powder-coating. Circuit can 

be designed as Single-switch or 

Three-switch control system. The 

track can be recessed or suface 

mounted on ceiling or wall. It can 

also be suspended using pendant 

tubes or wire ropes.  

 

Qlite surface mounted 3-circuit 

track is available in lengths up to 

3m. When 3-phase supply is 

connected, each of the three 

circuits can be loaded up to 16A. 

Each red brass conductors are 

separately protected by isolation 

materials to avoid the interfering 

from each other. 

 

Qlite recessed 3-circuit track is 

available in lengths up to 3m. 

When 3-phase supply is 

connected, each of the three 

circuits can be loaded up to 16A. 

Each red brass conductors are 

separately protected by isolation 

materials to avoid the interfering 

from each other. 

 

 

1-Circuit mode: 

All the 3-circuits on entire track 

are controlled by single switch. 

 

 

 

3-Circuit mode: 

Each of the 3-circuits is 

controlled by separate switch. 
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TRACKS 

  

 

 

 
Accessories and connectors for different situations 

 

 

Qlite recessed tracks can 

be arranged in different 

patterns using a large 

number of track-

connectors, to meet light 

requirement as required 

by user. 

 

Track-connectors are 

available in different 

patterns, i.e. ‘L’ shaped, ‘+’ 

shaped, ‘-’ shaped, ‘T’ 

shaped, etc. 

 

Qlite surface mounted 

tracks can be arranged in 

different patterns using a 

large number of track-

connectors, to meet light 

requirement as required 

by user. 

 

Track-connectors are 

available in different 

patterns, i.e. ‘L’ shaped, ‘+’ 

shaped, ‘-’ shaped, ‘T’ 

shaped, etc. 
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SURFACE MOUNTED TRACKS 

 

 

 

 

Qlite tracks can be surface mounted or 

suspended using pendant tubes and can be 

arranged in different patterns using track-

connectors i.e. ‘L’ shaped, ‘+’ shaped, ‘-’ shaped, 

‘T’ shaped, etc. 
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SURFACE MOUNTED TRACKS  

             
 

            

            

            
 

Mounting kits:              __ 

       

       

       

 

 

 

 

 

Qlite surface mounted 3-circuit track is available 

in lengths up to 3m. When 3-phase supply is 

connected, each of the three circuits can be 

loaded up to 16A. Each red brass conductors are 

separately protected by isolation materials to 

avoid the interfering from each other. 
 

QL DJJA-ST White, Silver, Black 

1M Aluminum track, powder coated 

Weight 0.88 kg 

 
 

 

QL DJJB-ST White, Silver, Black 

2M Aluminum track, powder coated 

Weight 1.75 kg 

 
 

 

QL DJJB-ST White, Silver, Black 

3M Aluminum track, powder coated 

Weight 2.64 kg 

 
 

 

QL DJBA-MK White, Silver, Black 

Suspension kit with 6mm x 1m rod 

Weight 0.24 kg 

 

 

QL DJBB-MK White, Silver, Black 

Suspension kit with 1.5m wire 

Weight 0.08 kg 

 

 

QL DJBC-MK White, Silver, Black 

Suspension kit  

Weight 0.04 kg 
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RECESSED TRACKS 

 

 

 

Mounting grooves should be made on the ceiling 

in advance as per required pattern and then 

screw the Qlite tracks in grooves.  Different 

pattern can be made using track-connectors i.e. 

‘L’ shaped, ‘+’ shaped, ‘-’ shaped, ‘T’ shaped, etc. 
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RECESSED TRACKS  

             
 

            

            

            
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Qlite recessed 3-circuit track is available in lengths 

up to 3m. When 3-phase supply is connected, 

each of the three circuits can be loaded up to 16A. 

Each red brass conductors are separately 

protected by isolation materials to avoid the 

interfering from each other. 
 

QL DJAH-RT White, Silver, Black 

1M Aluminum track, powder coated 

Weight 0.95 kg 

 
 

 

QL DJAI-RT White, Silver, Black 

2M Aluminum track, powder coated 

Weight 1.90 kg 

 
 

 

QL DJBJ-RT White, Silver, Black 

3M Aluminum track, powder coated 

Weight 2.85 kg 
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TRACKS 
 

Track Accessories             __ 

     

     

   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
QL DJJE MK White, Silver, Black 

Live-end connector 

To start a run 

Weight 0.05 kg 

 

 
QL DJJF MK White, Silver, Black 

Live-end connector 

To start a run 

Weight 0.05 kg 

 

 
QL DJJG MK White, Silver, Black 

End-cap connector 

To the track section end 

Weight 0.01 kg 

 

 
QL DJJH MK White, Silver, Black 

Mini-joiner 

Allow profile connector to join two straight 

track sections end-to-end 

Weight 0.03 kg 

 

 
QL DJJI MK White, Silver, Black 

Straight-connector 

To connect two straight track sections end-

to-end with centre feed option 

Weight 0.11 kg 

 

 
QL DJAJ MK White, Silver, Black 

Flexible-connector 

To connect two track sections at any angle 

up to 90° 

Weight 0.15 kg 

 

 
QL DJAA MK White, Silver, Black 

‘L’ connector 

To connect two track sections at 90° 

Weight 0.11 kg 

 

 
QL DJAB MK White, Silver, Black 

L’ connector 

To connect two track sections at 90° 

Weight 0.11 kg 
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TRACKS 
 

Track Accessories             __ 

     

     

Recessed Track Accessories            __ 

     

     

 

 

 

 
QL DJAC MK White, Silver, Black 

‘T’ connector 

To connect three track sections into ‘T’ 

configuration 

Weight 0.16 kg 

 

 
QL DJAD MK White, Silver, Black 

‘T’ connector 

To connect three track sections into ‘T’ 

configuration 

Weight 0.16 kg 

 

 
QL DJAE MK White, Silver, Black 

‘T’ connector 

To connect three track sections into ‘T’ 

configuration 

Weight 0.16 kg 

 

 
QL DJAF MK White, Silver, Black 

‘T’ connector 

To connect three track sections into ‘T’ 

configuration 

Weight 0.16 kg 

 

 
QL DJAG MK White, Silver, Black 

‘+’ connector 

To connect four track sections into cross 

configuration 

Weight 0.22 kg 

 

 
QL DJBD MK White, Silver, Black 

For model: QL DJJE MK & QL DJJF MK 

Weight 0.01 kg 

 

 
QL DJBE MK White, Silver, Black 

For model: QL DJJI MK 

Weight 0.01 kg 

 

 
QL DJBF MK White, Silver, Black 

For model: QL DJAA MK & QL DJAB MK 

Weight 0.01 kg 

 

 
QL DJBG MK White, Silver, Black 

For model: QL DJAC MK, QL DJAD MK,  

                    QL DJAE MK & QL DJAF MK 

Weight 0.02 kg 

 

 
QL DJBH MK White, Silver, Black 

For model: QL DJAG MK 

Weight 0.02 kg 
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Symbol 
 

Technical Description 
 

 

A luminaire in which protection against electric shock does not rely on basic 
insulation only, but which includes an additional safety precaution in such a 
way that means are provided for the connection of accessible conductive 
parts  to the protective (earthing) conductor in the fixed wiring of the 
installation in such a way that accessible conductive parts cannot become live 
in the event of a failure of the basic insulation. 
 

 

A luminaire in which protection against electric shock does not rely on basic 
insulation only, but in which additional safety precautions such as double 
insulation or reinforced insulation are provided, there being no provision for 
protective earthing or reliance upon installation conditions. 
 

 

A luminaire in which protection against electric shock relies on supply at 
safety extra-low voltage (SELV) and in which voltages higher than those of 
SELV are not generated. 
 

 

All products subject to the EMC guideline 89/336 (electromagnetic 
compatibility) and the guideline 73/23 (low-voltage) meet the requirements 
therein and bear the CE symbol on their packaging. 
 

 

All luminaires meet the F requirements in accordance with EN 60598-1 and 
are suitable for mounting on normal inflammable mounting surfaces (housing 
parts). 
 

 
All luminaires meet the requirements of protection mode IP20 and are not 
marked. Other protection modes are specified for each product. 
 

 
 
 

Protection mode IP44 
Splash proof protection against splashes from all directions. 
 
 

 
 
 

Protection mode IP65 
Protection against dust and strong jets of water from all directions. 
 
 

 
 
 

Protection mode IP67 
Protection against dust and against the results of temporary immersion. 
 
 

 
 

Protection mode IP68 xm 
Protection against dust and against the results of continuous submersion up 
to a depth of x m. 
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