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Qlite

Integrated Solutions

LED SOLUTION: OUTDOOR LIGHTING
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Use the Silicene with good
stickiness and thermal
effect forreach the
purpose of radiating and
prevent moisture

Water must be allowed fo
go inside and outside sleeve
freely without leaking from
the otherside.

Material Specifications:

Housing | Moulding shaped stainless steel SUS 316"
Lens | Optical lens, efficiency>85%
Gasket | EPDM gasket
Glass | Step tempered glass, T=7mm
PCB Excellent heat conductivity aluminum,
coefficient of heat conductivity>2.0w/mk
Constant current output
Driver | Single color LED=1-circuit output
RGB LED=3-circuit output
Power Cable HO5RN-F 2x1.0mm?, L=2.0m(Low voltage)

HO5RN-F 4x0.75mm?, L=2.0m(RGB)

Application Environment

Temperature of water between -20°C~40°C
less than 1 meter depth

Mounting Sleeve | 061 PVC
CW=174
24V DC 110 2.6 WW=139 06
R=38
24V DC G=53 3.5 56 06
B=54
Cw=143
24V DC 110 2.6 WW=115 06
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Qiite

Integrated Solutions

LED SOLUTION: OUTDOOR LIGHTING

P68

CUTDOOR RATED
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Impression drawing of QL K-3A4XCODEG

Small type recessed LED Pool Light
Completely stainless steel SUS 316L" housing & accessory
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Mounfing sleeve

Built-in Radiator

Water must be allowed fo go
nside and outside sleeve
freely without leaking from
the otherside.

Use the Silicone with good
stickiness and thermal effect for
reach the purpose of radiating
and prevent moisture.

Material specifications

Front cover & Housing Molding shaped stainless steel sus 316"
Glass Step temperad glass. T=8mm
Gasket EPDM gasket
Cable gland IP-68 PG-11 copper with nickel coated
PCB Excellent heat conduclivity aluminum, coefficient of heat
Conductivity =2.0w/mk
Driver Constant current output
Single color LED=1-circuit output
RGB 3in1 LED=3-circuit output
Power Cable HO7RN-F 2X1.0mm’L=3.0m(foe Single color)
HOZRN-F 4X1. 0mm*L=3.0m(for RGB)
Application environment Temperature of water between -20'C~40"C less than 1 meter depth
Mounting sleeve 058 FVC

24V DC 371
R=200

24V DC G=215
B=215

24V DC 371

CW=595

8.9 WW=500 08

15.0 162 08
CW=619

8.9 WWw=479 08
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Qlite

Integrated Solutions LED SOLUTION: OUTDOOR LIGHTING

A Wallrecessed LED Pool Light
( E &%’ Completely stainless steel SUS 316L" housing & accessory
RGB 4C Type|
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Built-in Radiator Use the Silicone with good Water must be allowed to go
stickiness and thermal effect for nside and outside sleeve
reach the purpose of radiating freely without leaking from
and prevent moisture. the otherside.

Warning:
Must be installed under the water to prevent the light from burning up because of over-heating.

Material specifications

Front cover & Housing Molding shaped stainless steel sus 316"
(% Glass Step fempered glass. T=9mm
125 e
LO125D023KP 25 Gasket EPDM gaske!
Lens Opfical lens, efficiency=85%
PCB Excellent heat conductivity aluminum, coefficient of heat

Conductivity =2.0w/mk

Driver Constant current output
Single color LED=1-circuit output
RGB 3in1 LED=3-circuit output

Power Cable HO7RN-F 2X1.0mm‘L=3.0m(for Single coler)
5 :: s 45 e HO7RN-F 4X1. 0mm‘L=3.0m(for RGB)
LO120F024PS 20 LO1 35 FO24PS Application environment Temperature of water between -20"C~40"C less than 1 meter depth.
LO130F024PS 30° Mounting sleeve 059 PVC
LOT45F024PS 45°
X Cw=1234
6x2W B32 30 24V DC 700 16.8 WW=906 08
6x2W R=300
RGB 3in1 B8 25° 24V DC G=350 24.0 420 08
Full color B=350
6X2W cs go 24V DC 700 16.8 \CNV\\;\;Z;% 08
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Qiite

Integrated Solutions LED SOLUTION: OUTDOOR LIGHTING

N
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. RGBE};N Wallrecessed LED Pool Light

Completely stainless steel SUS 316L" housing & accessory
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QL K-2A4ZB1BEG QL K-3A47ZB1BEG
QL K-2A47ZB1BAH

Symmetrical

Asymmetrical

Impression drawing of QL K-3A4ZB1BEG
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Mounting sleeve

Built-in Radiator Use the Silicone with good Water must be allowed to go
stickiness and thermal effect for inside and outside sleeve
reach the purpose of radiating freely without leaking from
and prevent moisture. the otherside

Warning:
Must be installed under the water to prevent the light from burning up because of over-heating.

Material specifications

Front cover & Housing Molding shaped stainless steel sus 316"
Glass Step tempered glass. T=10mm
Gasket EPDM gasket
Lens All-in-one oplical lens, efficiency=85%
FCB Excellent heat conductivity aluminum, coefficient of heat
Conductivity 22.0w/mk
Driver Constant current output

Single color LED=1-circuit output
RGB 3in1 LED=3-circuit oulput

= = 45 Power Cable HO7RM-F 2X1.0mm’L=3.0m(for Single color)
LO1 20\:—0?“’5 20° LO1 35 FO24PS HO7RN-F 4X1. OrrriL=3.0mifor RGB)
LO130F024PS 390 Application environment Temperaiure of waler befween -20°C~40'C less than | meler depth.
LO145F024PS 45 Cable gland IP-68 PG-11 copper wilh nickel-coated
CW=2067
12x2W B32 30° 24V DC 1200 28.8 ww=1610 %8
12x2W R=400
RGB 3inl B8 25° 24V DC G=500 33.6 726 08
Full color B=500
45° CW=1395
12x2W c8 B 24V DC 1200 28.8 ww=1181 %8
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Qlite

Integrated Solutions LED SOLUTION: OUTDOOR LIGHTING

Wallrecessed LED Pool Light
Completely stainless steel SUS 316L" housing & accessory

IP68

GUTDG0R RATED

QL K-2A4FB1HEG QL K-3A4FB1HEG
QL K-2A4FB1HAH Asymmetrical
Symmetrical

Impression drawing of QL K-3A4FB1HEG

Mounting sleeve

Built-in Rodiator Use the Silicone with good Water must be allowed to go
stickiness and therm fo inside and outside sleeve
reach the purpose o freely withautleaking fram

and prevent molsture. the otherside.

Warning:
Must be installed under the water to prevent the light from burning up because of over-heating.

Material specifications

Front cover & Housing Molding shaped stainless steel sus 314"
Glass Step tempered glass. T=10mm
Gasket EPDM gasket
Lens Optical lens, efficiency=85%
Glass pressure capacity Full area=5012kgs
Cable gland IP-68 PG-11 copper with nickel-coated
PCB Excellent heat conductivity aluminum, coefficient of heat
Conductivity =2.0w/mk
Driver Constant current output

Single color LED=1-circuit output
RGB 3in1 LED=3-circuit output

o i 45 Power Cable HO7RM-F 2X1.0mm‘L=3.0m(for Single color)
LO1 ?C rt,?APS ’zO LO1 35 FO24PS HO7RN-F 4X1. 0mim?L=3.0m(for RGB)
LO130F024PS 30° Application envirenment Temperaiure of water between -20°C~40°C less than | meter depth.
0 [ = P 5o
LO145F024PS 45 Mounting sleeve 075 PVC
CW=2904
18x2W B32 30° 24V DC 1900 45.6 ww=220g 10
18x2W R=630
RGB 3in1 B8 25° 24V DC G=770 52.0 990 10
Full color B=770
45° CW=2905
18x2W cs 35° 24V DC 1900 45.6 WW=2122 20
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Qlite
Integrated Solutions

LED SOLUTION: OUTDOOR LIGHTING

Wallrecessed LED Pool Light
Completely stainless steel SUS 316&316L" housing & accessory

= (¢

s
¥
RGB 4C Type|

LO130D022MS 30° Lo1 %% FO20KP

QL K-3A4SLOFAF
Asymmetrical
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Mounting sleeve

Light Source  Lens

Beam Angle

Warning:

Must be installed under the water to prevent the light from burning up because of over-heating.

Material specifications

Housing Molding shaped stainless steel sus 316°
Front plate Stainless steel sus 316L°
Glass Step tempered glass. T=9mm
Gasket EPDM gasket
Lens Asymmirical oplical lens, efficiency=85%
Cable gland IP-68 PG-11 copper with nickel-coated
PCB Excellent heat conductivity aluminum, coefficient of heat
Conductivity 22.0w/mk
Driver Constant current output
Single color LED=1-circuit output
RGB 3inl LED=3-circult output
Use the Silicone with good stickiness and Power Cable HOZRM-F 2X1.0mm’L=3.0m(for Single color)
thermal effect forreach the purpose of HO7RN-F 4X1. OmmL=3 0m(for RGB)
radiating and prevent moisture. Application environment Temperature of water between -20'C~40°C less than 1 meter depth.
Mounting sleeve 03% PVC

Input Voltage
(V)

Operating
Current (mA)

Luminance IK
(Im) rate

Power
Consumption (W)

., CW=605
QL K-2A4SLOFAF 6x2W B2 30 24V DC 491 11.8 WW=520 08
6x2W R=120
QL K-2A4SLOFAH RGB 3in1 B2 30° 24V DC G=250 14.9 288 08
Full color B=250
50° CW=610
QL K-3A4SLOFAF 6x2W c3 35° 24V DC 491 11.8 WW=525 08
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Qlite

Integrated Solutions LED SOLUTION: OUTDOOR LIGHTING

UNDER WATER LIGHTING

Pool fountain Light
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Qlite

Integrated Solutions LED SOLUTION: OUTDOOR LIGHTING

m ce . (ég Central ejective Fountain Light

RGE 4C Type! Completely stainless steel SUS 316" housing & accessory

QL K-2A4TA1BEG QL K-2A4TB1BEG
QL K-2A4TA1BAH QL K-2A4TB1BAH
Dry land fountain light Pool fountain light

LO125D023KP 25° LO120F024PS 20°
LO130F024PS 30° Water jef pipe B4TA1257 B4TB1257
LO145F024PS 45° G 11/2"taper B4ATA1218 B4TB1218

Material specifications

Housing Molding shaped stainless steel sus 314"
Glass Step tempered glass. T=10mm
Gasket EPDM gasket
Cable gland IP-68 PG-11 copper with nickel-coated
PCB Excellent heat conductivity aluminum, coefficient of heat
Conductivity =2.0w/mk
Driver Constant current output

Single color LED=1-circuit output
RGB 3inl1 LED=3-circult output

Use the Silicone with good stickiness and thermal effect for Power Cable HO7RN-F 2X1.0mm’L=3.0m(for Single color)
reach the purpose of radiating and prevent moisture. ! :
HO7RN-F 4X1. Omm’L=3.0m(for RGB)

Application environment Temperature of water between -20"C~40°C less than 1 meter depth.

Luminance
(Im) rate

Power
Consumption (W)

Input Voltage
(V)

Operating

Light Source  Lens Beam Angle -y

o CW=2067
QL K-2A4TA1BEG 12x2W B32 25 24V DC 1200 28.8 WW=1610 09
12x3W R=400
QL K-2A4TA1BAH RGB 3in1 B8 25° 24V DC G=500 33.6 726 09
Full color B=500
. CW=2067
QL K-2A4TB1BEG 12x2W B32 25 24V DC 1200 28.8 WW=1610 09
12x3W R=400
QL K-2A4TB1BAH RGB 3in1 B8 25° 24V DC G=500 33.6 726 09
Full color B=500

o :
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Integrated Solutions

LED SOLUTION: OUTDOOR LIGHTING

IP68

= (€

RGB 4C Type|

Use the Silicone with good stickiness and thermal effect for
reach the purpose of radiating and prevent moisture.

9x2W B8 25°

Ix2W
RGB 3inl B8 25°
Full color

QL K-2A4SBOIAH

Central ejective Fountain Light
Completely stainless steel SUS 316&316LY housing & accessory

QL K-2A4SBOIAF
QL K-2A4SBOIAH

LO125D023KP 25°

Warning:
Must be installed under the water to prevent the light from burning up because of over-heating.

Matericl specifications

Housing Melding shaped stainless steel sus 316°
Front cover Stainless steel sus 316L"
Glass Step tempered glass. T=8Bmm
Gasket EPDM gaskel
Cable gland IP-68 PG-11 copper with nickel-coated
PCB Excellent heat conductivity aluminum, ceefficient of heat
Conductivity =2.0w/mk
Driver Coenstant current output
Single color LED=1-circuit output
RGE 3in1 LED=3-circuit output
Power Cable HO7RN-F 2X1.0mm’L=3.0m(for Single color)
HO7RN-F 4X1. Omm’L=3.0m(for RGB)
Application environment Temperature of water betwesn -20°C~40°C less than | meter depth.

Beam Angle

Input Voltage Operating Power Luminance
(\%) Current (mA) Consumption (W) (Im) rate
CW=820
12V DC 1760 21.0 WW=750 09
R=600
12v DC G=750 25.2 774 09

B=750
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Qlite

Integrated Solutions

LED SOLUTION: OUTDOOR LIGHTING

P68

CUTDOOR RATED

LO125D023KF 257

Efficient heat-sink IP-48 cable glana

Use the Silicone with good stickiness and thermal effect for
reach the purpose of radiating and prevent maoisture.

Surface mount under water light

QL K-2A4BOFAF
QL K-2A4BOFAH

-
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"“h Optional stainless
T ! steel bracket

25°

hMaterial specifications

Haousing

Stainless steel hausing

Front cover

Stainless steal sus 3146L"

Gloss

step tempered glass. T=8Bmm

Waterproof seal

EPDM gasket

Lans

Separate optical lens efficiency=85%

Cable gland

IP-68 PG-11 copper with nickel-coated

PCB Excellent heat conductivity aluminum, coaflicient of heat
Caonductivity=2.0w/mk
Driver Constant current output

Single color LED=1-circuit output
RGB 3inl LED=3-circult output

Power Cable

HO7RM-F 2X1.0mm?L=3.0m(fcr Single color)
HO7RM-F 4X1. Omm‘L=3.0m(for RGB)

Application environment

Temperature of water between -20°C~40°C less than 1 meter depth.

Mounting sleeve

03% PVC

6x2W B8 25°
6x2W

RGB 3in1 B8 25°
Full color

() .
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24V DC

24V DC

CW=605

542 13.0 WW=520 08
R=200
G=250 16.8 428 08
B=250
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Integrated Solutions LED SOLUTION: OUTDOOR LIGHTING

P68 />i Under-water LED Spot Light
e

B8
LO115C023sT15° LO125D023KP 25°

QL K-2A5ABOCAF QL K-2A5ACOFAF QL K-2A5AD1BAF
QL K-2A5ABOCAH QL K-2A5ACOFAH QL K-2A5AD1BAH

Material Specifications:

Use the Silcone with good stickiness and thermal effect for
reach the purpose of radiating and prevent moisture.

12% Die-casting dark grey powder coated
Housing | aluminum T=60-80um, Adhesion of ISO class
1/ASTM class 4B

Dimension: Lens | Optical lens, efficiency>85%
- o - -y Front cover & Bracket | Stainless Steel SUS 316L*
1 @ r 113 _/ﬂ\f'ﬁ Glass | Step tempered glass, T=5mm

B5ABOSTT BZAB0318 ' s Cable gland | IP-68 PG-11 Copper with Nickel coated
Py — PCB Excellent heat conductivity aluminum,

coefficient of heat conductivity>2.0w/mk
Moulding shaped silicon seal under the

70 Seal L L
_/K v front cover coefficient of heat conductivity
LED | TO type power LED

| HO5RN-F 2x1.0mm?, L=2.0m(Low voltage)

BSAC0D&14 BSAC0618

£ Power Cable | 1o5RN-F 4x0.75mm?, L=2.0m(RGB)

199

| o - A Temperature of water between -20°C~40°C
Application Environment
y L - ' less than 1 meter depth
B5SAD1216 BSADI1218 =71= - 20 -

3x2W B1 15° 24V DC 240 5.80 &/%\732271 4 06
3x2W R=70
RGB 3in1 B8 25° 24V DC G=124 7.7 147 06
Full color B=124
6x2W B1 15° 24V DC 600 14.4 SV\A\;\;}E?: 6 06
6x2W R=200
RGB 3inl B8 25° 24V DC G=260 17.3 300 06
Full color B=260
12x2W B1 15° 24V DC 1000 24.0 va:l/;?lsg 19 06
12x2W R=400
RGB 3inl B8 25° 24V DC G=500 33.6 600 06
Full color B=500
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