Qlite

Integrated Solutions

LED SOLUTION - OUTDOOR LIGHTING

LED LINEAR WALL WASHER LUMINAIRE

Technical Specifications:

Product Code
Body Material
Diffuser

Body Color
Fixed/Adjustable
Light Source
Beam Angle

Color Temperature
CRI

Power Factor
Ingress Protection
Driver

Input Voltage
Dimming Options

:QLHAJDYW

: Extruded Aluminium
:4mm Tempered Glass

: Champagne Gold,Dark Grey
: Adjustable with bracket

: SMD LED

: 10°x45°

: 2700K,3000K,4000K,6000K
: 280

:0.9

. IP67

: Constant Voltage

: 200-240V/50-60Hz

: 0-10V,DALI, DMX

Photometric Curve:

Mounting Arrangement: Surface

Life Time : 50000hrs
Product Code Light Overall Input Typical Typical
Source Dimensions Voltage Consumption luminance
LxWxH(mm) (W) (Im)
QL H AJID SW SMD LED 1000x38x65 24V DC 12 750-800
Single Color

Also available in 500mm length
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QI Ite LED SOLUTION - OUTDOOR LIGHTING

Integrated Solutions

Dimensions in mm
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	LED Column Light fitting Part 1
	LED Column Light fitting Part 2



