
LED SOLUTION - OUTDOOR LIGHTING

SLIM LED LINEAR  FACADE LUMINAIRE 

Photometric CurveTechnical Specifications: 

: QL K ES Series Product Code  
Body Material  
Diffuser  
Body Color 
Fixed/Adjustable 
Light Source  
Beam Angle  
Color Temperature 
CRI 
Power Factor  
Ingress Protection 
Driver  
Input Voltage  
Dimming Options 

: Extruded  Aluminium  
: UV stabilised Opal Polycarbonate 
: Anodised Aluminium 
: Fixed or Adjustable Using Bracket 
: Nichia SMD LED 
: 120° 
: Mono Color/RGB 
: ≥80 
: 0.9 
: IP66 
: Constant Voltage- Remote 
: 24V DC 
: On request 

Mounting Arrangement: Surface with bracket 
Life Time : 50000hrs 

2 kinds of opal PC cover available: 
(Covered/Embedded ) 

SS Bracket

Product Selection Guide(With C Clip Fixing): 

Product Code LED 
 Qty 

Power Overall 
Dimensions 
LxW(mm) 

Input 
Voltage* 

Lumen Color** 

QL K ES30-S36 36 2.8W 310x14x13 

DC 24V 

54 
3000K 
4000K 
5000K 
6000K 

RGB 3 in 1 

QL K ES60-S72 72 5.7W 610x14x13 108 

QL K ES90-S108 108 8.6W 910x14x13 162 

QL K ES120-
S144 144 11.5W 1210x14x13 216 



LED SOLUTION - OUTDOOR LIGHTING
WALL MOUNTING
LANDSCAPE LIGHT

302 303IP65
OUTDOOR

RATED
COMPLIANT

Dimensions in mm

HOUSING COLOR OPTION

Sanded Black
RAL9005

Basic

Dark Grey
KAP 7037

Silver Resistant Paint
RAL 9006

Secondary

WALL MOUNTING
LANDSCAPE LIGHT

302 303IP65
OUTDOOR

RATED
COMPLIANT

Wall Mounting Landscape Light

12# Die-casting dark grey powder coated aluminum
T=60-80µm.Adhesion of ISO class 1/ASTM class 4B

PC T=6mm

Tooling shaped seal

Constant Voltage Input,Constant Current Output

-20˚C~40˚C

H05RN-F 3×1.0mm2  L=0.3m(high voltage)

HOUSING

LIGHT WINDOW

GASKET

DRIVER

OPERATING TEMPERATURE

POWER CABLE

MATERIAL SPECIFICATIONS

ALTERNATIVE INSTALLATION

2000K‧3000K‧6000K

LED COLOUR TEMPERATURE

Unit:mmOUTER DIMENSIONS & ACCESSORIES

N/A

OPTICS

828.04

1035.05

621.03

414.02

0.00

207.01

Light distribution curve[Unit:cd] Lux distance cure

Illuminance at a distance

0.9m

1.9m

2.8m

3.8m

4.7m

5.6m

0.9m

1.9m

2.8m

3.8m

4.7m

5.7m

256.04 LUX

64.01 LUX

28.45 LUX

16.00 LUX

10.24 LUX

7.11 LUX

Center beam LUX Beam width

Ver.Spread:26.5 Horiz.Spread:26.4

HV
2m

4m

6m

8m

10m

12m

C90(MAX):
C0/C180:

C90/C270:

207.01
414.02
621.03
828.04
1035.05

1m

2m

3m

4m

5m

6m

7m

8m

9m

10m

11m

12m

256.04 LUX

64.01 LUX

28.45 LUX

16.00 LUX

10.24 LUX

7.11 LUX

0 1 2 3 41234

PHOTOMETRIC CURVES

TECHNICAL DATA

6×0.5W
NICHIA

LIGHT SOURCEITEM

240

INPUT VOLTAGE(V) LUMINANCE(LM)

36

OPERATING CURRENT(MA)

26

CONSUMPTION(W)

397°×49°

LENS DEGREE(°)Θ1/2

Ø120
Main Part

54

Ø97.5

Surface Mounting

Ø120

70

70

Recessed Mounting

Ø103

141# Surface 
Mounting Sleeve

Ø120

38

140# Surface 
Mounting Sleeve

Ø103

38

Recessed mounted
by 140# sleeve

Surface mounted
by 141# sleeve

HOUSING COLOR OPTION

Sanded Black
RAL9005

Basic

Dark Grey
KAP 7037

Silver Resistant Paint
RAL 9006

Secondary

4A7AJ0FCD

Application

Product Selection Guide(With C Clip Fixing): 

Product Code LED 
 Qty 

Power Overall 
Dimensions 
LxW(mm) 

Input 
Voltage* 

Lumen Color** 

QL K ES30-S36 36 2.8W 310x14x13 

DC 24V 

54 
3000K 
4000K 
5000K 
6000K 

RGB 3 in 1 

QL K ES60-S72 72 5.7W 610x14x13 108 

QL K ES90-S108 108 8.6W 910x14x13 162 

QL K ES120-
S144 144 11.5W 1210x14x13 216 


	LED Column Light fitting Part 1
	LED Column Light fitting Part 2



