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ARTNET LED CONTROLLER 

QL-LM600 

QL-LM600  has  for  output  ports, 
each  port  can  control  512  DMX 
channels,  ,  which  allow music  to 
Lights  and Sound to Lights. It can 
be  connected  to  any  Windows 
PC via Net cable, but not support 
MAC OS. 

QL-LM600  is  an  ArtNet  led  control 
system,  completely  follow  Art-net 
standard protocol, and compatible 
with  all  the  effects  software  which 
support Art-net protocol.   

The controller, QL-LM600 has three 
working mode, 
1.  On-line working mode:    work 
with  computer  on  line,  software: 
Qmatrix  or Madrix. 

2.  Off-line  working  mode:  as  a 
master controller, work with slaver 
controller,  support  SD  card,  the 
program 

� Art-net controller – QL-LM600 
each  has  4  outputs,  each 
port  can  control  512  DMX 
channels.   

� QL-LM600 can be connected 
to  any  Windows  PC  via  net 
cable  
 

� Completely  follow  Art-net 
Standard  protocol,  and  
compatible  with all  the  
effects  software  which  
support Art-net protocol.  

�  By Giga Ethernet, compatible 
with IEEE802.3 version 

�  The total  load capacity 
of the control system can
 be  more  than  2  million 
pixels. 

�  The distance from master      
controller to master controller
is  no  less  than 100 meters

3. Single controller mode: work as 
a single  controller,  support  SD  
card can  control  2,048pixesl/pc
max.Support DMX512(1990) 
protocol.
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Power Supply 

AC100-240V
 

Input Signal 
Art-net 
 

Output Signal 
DMX512 (or SPI)
 

Control 
4 output ports, 4x512 channels

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Specifications  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Consumption 
8W
 

 

Weight 

2.9kg 

 

 

 

 

 

 

 

Environment 

Ambient Temperature : 0°C to 50°C 

Relative Humidity : less than 80% 

 

Safety Regulatory Compliance 

 

 

Dimensions 

260 mm*154 mm *45 mm

QL-LM600 
ARTNET LED CONTROLLER 
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QL-LM600 
ARTNET LED CONTROLLER 

Fig 1.Without Slave controller  

Fig 2. With Slave controller  

Fig 3. Single controller mode.   


