QL-DMXS100

DMXS100 is a full-color LED DMX

control system which focuses on oo
indoor and outdoor decorative
lighting, which can be used stand
alone or with computer. It comprises p N -~ _
scene-edit software.You can edit
various lighting effects by
downloading the programme which
edit according to your special
requirement from your PC.This
control system can fulfill 256 grey E -, ]
levels for each R,G,B color,totally

16.77 million real full-color.The

software has been developed

specially for architectural lighting

and features easy to use effects » -Meets DMX512/1990
which can be dropped onto
timelines,along with multi-zone and
synchronization allowing you to

program a project with multiple » For adjusting the full-color,
rooms and areas with ease. tunable white and brightness

> 1024 DMX Channels.Control
340 RGB Fixtures

»-Real time <clock and
calendar for time triggers
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QL-DMXS100

Dimension (mm)

106mm 11mm
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Interface Instruction
OLED
— Screen
Pre — — Enter
Next Back
| OFF/ON
Mode — +— Color
Bright Speed
RJ45 (1) RJ45 (2)
Power+DMX 485+Dry contact
Pin1 : DMX1+ Pin1 : 485+
Pin2 : DMX1- Pin2 : 485-
Pin3 : DMX2+ Pin3 : 101
Pind : 12V Pin4 : 102
Pin5: 12V Pin5 : 103
Pin6 : DMX2- Pin6 : 104
Pin7 : GND Pin7 : GND
Pin8 : GND Pin8 : GND
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RJ45(1)
Power+DMX

RJ45(2)
485+Dry contact

RJ45(3)
Ethernet socket

RJ45 (3)
Ethernet socket
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Fig 1. With Slave controller
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Fig 2. Master and Slave connection




