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LED LINEAR FACADE LUMINAIRE

Technical Specifications: Photometric Curve
Product Code : QL K QR Series

Body Material : Extruded Aluminium

Diffuser : UV stabilised clear/opal Polycarbonate
Body Color : Anodised Aluminium

Fixed/Adjustable : Fixed or Adjustable using Clips

Light Source : Nichia SMD LED

Beam Angle :120°

Color Temperature : Mono Color

CRI : 280

Power Factor :0.9

Ingress Protection : IP66

Driver : Constant Voltage- Remote

Input Voltage : 24V DC

Dimming Options : On request

Operating Temperature : -15°C to +50°C
Mounting Arrangement: Surface with SS Clips
Life Time : 50000hrs

Product Selection Guide:

Product Code LED Power Overall Input Lumen Color**
Qty Dimensions Voltage
LxW(mm)
QL K QR30-536 36 3w 310x21x19
3000K
QL K QR60-572 72 6W 610x21x19 DC 24V 45- 4000K
5000K
50Lm/W
QL K QR90-5108 108 9w 910x21x19 6000K
QL KQR120-S144 144 12w 1210x21x19
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Stainless Steel Clip Options

Dimensions in mm

10/610/910/1210 mm 300 /600 /900 / 1200 mm
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	LED Column Light fitting Part 1
	LED Column Light fitting Part 2



