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Technical Specifications:

Product Code : QL R FBHE FRDL XXW S1-V2
Body Material : Cast Aluminium
Diffuser : UV Stabilised Polycarbonate
Body Color : Black
Fixed/Adjustable : Fixed
Light Source : 2835 SMD LED
Beam Angle : Symmetrical
Color Temperature : 3000K, 4000K, 5000K, 5700K
CRI : 280
Power Factor :0.9
Ingress Protection : IP65
Driver : Constant Current
Input Voltage : 100-277V/50-60Hz
Dimming Options : Triac, 0-10V, DALI-Optional
Emergency : 3 hours Integral back-up
Mounting Arrangement: Wall Surface
Life Time : 50000hrs
Product Code Wattage Lumen Output Lamp Head Overall Dimension
(W) (Im)** Dia DiaXDepth
(mm) (mm)
QL R FBHE FRDL 15W 15 1550-1750 250 250x63
S1-V2
QL R FBHE FRDL 25W 20W:2050-2350
S1-V2 20/25% | 5 5W:2550-2950 300 300x63

*Interchangeable power selection with slide switch
**Lumen Output is for plain diffuser. The output will defer based on frames selected
Note: Suitable Ring to be added while ordering LED Module Base.
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Use the same base and select the appropriate ring to achieve the required design model
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