
LED SOLUTION - LINEAR LIGHTING

CEILING RECESSED LINEAR LED LIGHTS 

Technical Specifications: 

Product Code  
Body Material  
Diffuser  
Body Color 
Fixed/Adjustable 
Light Source  
Beam Angle  
Color Temperature 
CRI 
Power Factor  
Ingress Protection 
Driver  
Input Voltage   
Dimming Options 

: QL DLS RL 06011 xxW 
: Extruded Aluminium  
: PC diffuser** 
: White, Silver, Black 
: Fixed 
: SMD 2835 
: 100° 
: 3000K, 4000K, 5700K 
: ≥80 
: >0.9 
: IP20 
: Constant Current 
: 200-240V/50-60Hz 
: 0-10V, DALI 

Mounting Arrangement: Recessed with clamps 
Life Time 
Emergency kit 

: 50000hrs (Available with higher lifetime on request) 
: Available with 3 hours back-up 

**Supplied in flexible version to enable use in length as required 



LED SOLUTION - LINEAR LIGHTING

Photometric Distribution Curve: 

Product Code Power Lumen 
Output 

Overall Dimensions (mm) 

QL DLS RL 06011 15W 15W 1035 Lm L583*W60*H32 

QL DLS RL 06011 22W 22W 1518 Lm L863*W60*H32 

QL DLS RL 06011 30W 30W 2072 Lm L1143*W60*H32 

QL DLS RL 06011 38W 38W 2622 Lm L1423*W60*H32 

QL DLS RL 06011 45W 45W 3105 Lm L1703*W60*H32 

QL DLS RL 06011 52W 52W 3588 Lm L1983*W60*H32 

QL DLS RL 06011 60W 60W 4140 Lm L2263*W60*H32 

Dimensional drawing: 

QL DLS RL 06011 30W 
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