
QL SL STAI STREET LIGHTS

architectural road lighting

3 sizes from 20W to 150W with a compact design
makes it cost effective and more suitable for the

20W/30W/50W 70W/90W 120W/150W



LED SOLUTION - OUTDOOR LIGHTING

Technical Specifications: 

Product Code   
Body Material   
Diffuser  
Body Color
Light Source   
Color Temperature 
CRI
Power Factor   
Ingress Protection 
Impact Resistance 
Driver   
Input Voltage   
Surge Protection 
Dimming Options 

: QL SL STAI series 
: Aluminium Alloy 
: UV stabilised Polycarbonate 
: Powder coated RAL 9006 (silver grey) 
: SMD LED 3030 
: 3000K, 4000K, 5000K 
: ≥70, CRI ≥80 is optional 
: ≥0.9 
: IP66 
: IK08 
: Integral Constant current 
: 100‐240V AC 
: 6KV line‐line, 10KV line‐earth 
: On request 

Mounting Arrangement : Pole/Wall with bracket 
Operating Temperature : ‐30 to 55°C 
Life Time
Other features   

: 40000hrs‐L90, 82000hrs‐L80, 100000hrs‐L70 
: Compatible with 3‐PIN, 5Pin & 7‐PIN NEMA sockets 
Photocell is optional 

Model Selection: 

Product Code  Efficacy 
Lm/W 

Lumen 
Output 

Overall Dimensions 
LxWxD(mm) 

Weight 
(kg) 

QL SL STAI 20W  130  2600  478x166x81  2.1 

QL SL STAI 30W  130  3900  478x166x81  2.1 

QL SL STAI 50W  130  6500  478x166x81  2.1 

QL SL STAI 70W  135  9450  507.2x245x152  3.2 

QL SL STAI 90W  135  12150  507.2x245x152  3.2 

QL SL STAI 120W  135  16200  570.2x255.5x86.5  4.1 

QL SL STAI 150W  135  20250  570.2x255.5x86.5  4.1 



LED SOLUTION - OUTDOOR LIGHTING
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